SUBJECT INDEX 
A 


Abrasion. 

Abrasion Tests ot Concrete Aggregates. Report of Section, Committee C-9, 354. 

Report of Section on Proposed Tentative Methods of Abrasion Testing of 
Gravel, Report of Committee D-4, Appendix I, 527. 


Tentative Method of Test for Abrasion of Gravel, 940. 

Tentative Specifications for Paving Brick, 842. 

Absorption. 

See also Brick; Sewer Pipe. 

Proposed Tentative Specifications for Reinforced Concrete Culvert Pipe. 


Report of Joint Committee on Concrete Culvert Pipe, Appendix, 319. 
Results of absorption tesfs of slate, 598. 


Tentative Methods of: 
Test for Oil Absorption of Pigments, 884. aa 


Testing Brick (Compression, Flexure and Absorption), 854. 
Testing Electrical Porcelain, 985. 
Testing Laminated Sheet Insulating Materials, 1013. 
Testing Untreated Insulating Paper, 998. 
Tentative Specifications and Tests for Hollow Burned-Clay Fireproofing, Parti- 
tion and Furring Tile, 859. 
Accelerated Tests. 
Accelerated Tests for Protective Coatings. Report of Sub-Committee VII, 
Committee D-1, 412. 
Acidity. 
See Neutralization. 
Admiralty Metal. 
Tentative Revision of Standard Specifications for Seamless Admiralty Con- 
denser Tubes and Ferrule Stock, 1120. 
dmixtures. 
The Effect of Admixtures on the Water-Cement Ratio-Strength Relation of 
Concrete, by George Conahey. Report of Committee C-9, Appendix VIII, 
373. 
Aggregates. 
See also Gravel; Sand; Stone. 
Abrasion Tests of Concrete Aggregates. Report of Section, Committee C-9, 354. 
Coarse Screens. Report of Section, Committee E-1, 623. 
Concrete and Concrete Aggregates. Report of Committee C-9, 341. 
Effect of Gradation on Weights of Materials. Report of Section, Committee C-9, 
367. 
Index of sampling bituminous paving materials, 959. 
Proposed Method of Test for Determination of Coal and Lignite in Sand. 
Report of Committee C-9, Appendix V, 365. 
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Aggregates (Continued): 
Proposed Method of Test for Determination of Total Amount of Moisture in 
Fine Aggregate by Drying. Report of Committee C-9, Appendix VI, 366. 

Proposed Method of Test for Percentage of Shale in Aggregate. Report of 
Committee C-9, Appendix III, 362. 

Proposed Method of Test for Quantity of Soft Pebbles in Gravel. Report of 
Committee C-9, Appendix IV, 363. 

Proposed Method of Test for Soundness of Coarse Aggregate (Sodium Sulfate 
Soundness Test). Report of Committee C-9, Appendix II, 361. 

Proposed Specifications for Portland-Cement Concrete for Pavements and 
Pavement Base. Report of Committee D-4, Appendix II, 530. 

Results of comparative mechanical analyses of coarse aggregates, 625-632. _ 


Tentative Definition of the Term Aggregate, 835. 
Tentative Methods of: 
Test for Abrasion of Gravel, 940. 
Test for Field Determination of Approximate Apparent Specific Gravity of 
- Fine Aggregate, 827. 
ae | Test for Field Determination of Approximate Percentage of Voids in Fine 
Aggregate, 829. 

Test for Field Determination of Surface Moisture in Fine Aggregate, 832. 
Tentative Recommended Practice for Bituminous Paving Plant Inspection, 956. 
Tentative Revision of Standard Specifications for Broken Slag for Waterbound 

Base and Wearing Course, 1126. 
Tentative Revision of Standard Specifications for Shovel-Run or Crusher-Run 
Broken Slag for Waterbound Base, 1126. 
Tentative Specifications for Concrete Aggregates, 822. 
Alkalinity 
See Neutralization. x 4.4% 


Alloys. 
See also Brass; Bronze. 


Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 223. 

Die-Cast Metals and Alloys. Report of Sub-Committee XV, Committee B-2, 
202. 

Effect of Temperature on the Properties of Metals. Progress Report of the 
Joint Research Committee, 103. 

List of Alloys Agreed on for Die-Casting Investigation, with Nominal Composi- 
tions Desired. Report of Committee B-2, Appendix II, 211. 

Metallic Materials for Electrical Heating. Report of Committee B-4, 230. 

Nature, Production and Uses of Die-Castings, by Sam Tour. Report of Com- 
mittee B-2, Appendix I, 208. - 

Non-Ferrous Metals and Alloys. Report of Committee B-2, 191. 

Notes on European Die-Casting Practice, by E. V. Pannell. Report of Com- 
mittee B-2, Appendix V, 217. 

Specifications for Rockwell Special “‘E’’ Scale. Report of Committee B-2, 
Appendix IV, 216. 

Standard testing procedure for die-cast metals and alloys, appearing in Appendix 
III, Report of Committee B-2, 213. 

Tentative Definitions of Terms Relating to Heat Treatment Operations (Espe- 
cially as Related to Ferrous Alloys), 759. 

Tentative Methods of Chemical Analysis of Aluminum and Light Aluminum 
Alloys, 782. 
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Alloys (Continued): 


Tentative Methods of Chemical Analysis of Metallic Materials for Electrical 
Heating, 799. 

Tentative Revisions of: 

Standard Specifications for Bronze Bearing Metal in Ingot Form, 1117. 

Standard Specifications for Free-Cutting Brass Rod for Use in Screw 
Machines, 1119. 

Standard Specifications for Naval Brass Rods for Structural Purposes, 1120. 

Tentative Specifications for Brass Ingot Metal, Graded and Ungraded, for Sand 
Castings, 770. 

Tentative Specifications for Sand Castings of the Alloy: Copper 80 per cent; 
Tin 10 per cent; Lead 10 per cent, 766. 


Aluminum. 4 
See also Alloys. 


List of Alloys Agreed on for Die-Casting Investigation, with Nominal Composi- 
tions Desired. Report of Committee B-2, Appendix II, 211. 

Non-Ferrous Metals and Alloys. Report of Committee B-2, 191. 

Notes on European Die-Casting Practice, by E. V. Pannell. Report of Com- 
mittee B-2, Appendix V, 217. 

Standard testing procedure for die-cast metals and alloys, appearing in Appendix 
III, Report of Committee B-2, 213. 

Tentative Methods of Chemical Analysis of Aluminum and Light Aluminum 
Alloys, 782. 

Tentative Specifications for Aluminum Powder for Paints (Aluminum Bronze 
Powder), 870. 


Anchor Chain. 
Tentative Specifications for Electric Cast-Steel Stud-Link Anchor Chain, 702. 
Tentative Specifications for Iron and Steel Chain, 697. 


Annealing. 

See Heat Treatment. 
Annual Meeting. 

Annual Report of the Executive Committee, 45. 

Hooke’s Law of Stress and Strain. Annual Address by the President, H. F. 

Moore, 38. 

Summary of the Proceedings of the Thirty-first Annual Meeting, 13. 
Anti-Fouling Paints. 

Tentative Method of Routine Analysis of Dry Cuprous Oxide, 910. 

Tentative Method of Routine Analysis of Dry Mercuric Oxide, 912. 

Tentative Specifications for the Toxic Ingredients in Anti-Fouling Paints, 872. 
_ Apparatus. 


See Testing Apparatus. 
Discussion on Cast Iron, 144. 
Report on Correlation Tension and Transverse Tests of Cast Iron. Report of 
Committee A-3, Appendix, 142. 
Tentative Specifications for the Arbitration Test Bar and Tension Test Specimen 
for Cast Iron, 738. 
Asbestos. 
Tentative Specifications for Tolerances and Test Methods for Asbestos Yarns, 
1096. 
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Tentative Methods of Testing Untreated Insulating Paper, 998. 
Asphalt. 
See also Bituminous Materials. 
Tentative Recommended Practice for Bituminous Paving Plant Inspection, 956. 
Tentative Methods of: 
Test for Distillation of Bituminous Materials Suitable for Road Treatment, 
943. 
Test for Residue of Specified Penetration, 948. 
Testing Bituminous Emulsions, 952. 


Atmospheric Corrosion. 
See Corrosion; Exposure Tests. au 


Autogenous Healing. 7 
Discussion on Cement Testing, 301. 
_ Autogenous Ignition. 
Autogenous Ignition of Petroleum Products. Report of Sub-Committee 
XXVIII, Committee D-2, 473. 
Results of tests on autogenous ignition, using various types of apparatus, 475. 
Tentative Method of Test for the Determination of Autogenous Ignition Tem- 
_ peratures, 915. 


Barb Wire. 
Tentative Specifications for Zinc-Coated (Galvanized) Barb Wire, 741. 
Bars. 
Results of tension tests on three grades of structural steel bars, 110. 
Tentative Revision of Standard Specifications for Staybolt, Engine-Bolt and 
Extra-Refined Wrought-Iron Bars, 1115. 
Tentative Revisions of Standard Specifications for Billet-Steel Concrete Rein- 
forcement Bars, 1114. 
Tentative Specifications for Zinc (Hot-Galvanized) Coatings on Structural Steel 
Shapes, Plates and Bars and Their Products, 748. 
Bearing Metal. 
See also Alloys. 
Tentative Revision of Standard Specifications for Bronze Bearing Metal in 
Ingot Form, 1117. 
Tentative Specifications for Sand Castings of the Alloy: Copper 80 per cent; 
Tin 10 per cent; Lead 10 per cent, 766. 


B 
essemer. 
See Steel. 


‘Bibliographies. 
Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic Deformation 
and Volume Changes of Concrete. Report of Committee C-9, Appendix IX, 
377. 
Descriptive articles published 1922-1927 on die-casting in Europe, 221. 
Bituminous Coal. 
Tentative Method of Test for Cubic Foot Weight of Crushed Bituminous Coal, 
966. 
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Materials. 

See also Oils; Road Materials; Waterproofing. 

Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 
562. 

Index of sampling bituminous paving materials, 959. 

Results of Cooperative Distillation Tests by the Committee on Materials of the 
A.A.S.H.O. and the Section on Distillation of Committee D-4, Appendix III, 
539. 

Results of cooperative distillation tests with the Engler and E-1 flasks, 540. 

Tentative Methods of: 

Test for Distillation of Bituminous Materials Suitable for Road Treatment, 


943. 
Test tor Residue of Specified Penetration, 948. ; yo | 


Testing Bituminous Emulsions, 952. 
: Tentative Recommended Practice for Bituminous Paving Plant Inspection, 956. 
a Tentative Specifications for High-Carbon Tar Cement for Use Cold in Repair 
ie Work (Cut-Back Product), 936. 
Tentative Specifications-for sooo Tar Cement for Use Cold in Repair 
Work (Cut-Back Product), 938. 
Blast-Furnace Slags. 
See Slag. 
Bleeding. 
Tentative Methods of Test for Bleeding of Pigments, 878. 
Block. 
Tentative Recommended Practice for Bituminous Paving Plant Inspection, 956. 
Blooms, Billets and Slabs. 
See Copper; Forgings; Steel. : 
Boilers. 
Tentative Specifications for Marine Boiler Steel Plates, 719. 
Braid. 
Tentative Specifications for Insulated Wire and Cable: 30-per-cent Hevea 
Rubber, 1033. 


Brass. 
Tentative Revisions of: “4, 
Standard Specifications for Cartridge Brass, 1118. 
- Standard Specifications for Cartridge Brass Disks, 1119. 
Standard Specifications for Free-Cutting Brass Rod for Use in Screw 
Machines, 1119. 

Standard Specifications for Naval Brass Rods for Structural Purposes, 1120. 

‘o> =" Tentative Specifications for Brass Ingot Metal, Graded and Ungraded, for Sand 
Castings, 770. 


a Brazing Solder. 
Tentative Specifications for Silver Solders, 774. 
Brick. 
See also Refractories. 
Brick. Report of Committee C-3, 306. 
Refractories. Report of Committee C-8, 333. 
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Brick (Continued): 
Report form for standard rattler test for paving brick, 853. 
Tentative Methods of Testing Brick (Compression, Flexure and Absorption), 


854. 
Tentative Revision of Standard Definitions of Terms Relating to Refractories, 
1126. 


Tentative Revision of Standard Specifications for Paving Brick, 1123. 
Tentative Specifications for: 
Building Brick (Made from Clay or Shale), 836. 
Concrete Building Brick, 838. ; 
Paving Brick, 842. a5 


Sand-Lime Building Brick, 840. 
_Brinell Hardness. 
Bronze. 
See also Alloys. 
Tentative Revision of Standard Methods of Chemical Analysis of Manganese eG 


Bronze, 1120. 
Tentative Revision of Standard Specifications for Bronze Bearing Metal in 
Ingot Form, 1117. 
Bronze Powders. 
Tentative Methods of Test for Coarse Particles in Dry Pigments and Coarse 
Particles and Skins in Mixtures of Pigments and Vehicles, 874. 
Tentative Specifications for Aluminum Powder for Paints (Aluminum Bronze 
Powder), 870. 
Tentative Specifications for Gold Bronze Powder, 871. 


See Brick. 
¥ 


Building Stones. 
Natural Building Stones. Report of Committee D-18, 613. 


Building Tile. 


SeeTile. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 

Appendix, 479. 
Bursting Strength. 

See Tension Testing. 

Bushings. 


Tentative Specifications for Sand Castings of the Alloy: Copper 80 per cent; 


Tin 10 per cent; Lead 10 per cent, 766. os’ eer 
S >. 


Cable. 

Annealed Copper Standard, Extracts from standardization rules of the American oe 
Institute of Electrical Engineers, 1049. 

Tentative Specifications for Insulated Wire and Cable: 30-per-cent Hevea 
Rubber, 1033. 

Tentative Specifications for Rubber Insulating Tape, 1068. 
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Calcined Gypsum. 
See Gypsum. 


Carbon Residue. 

Carbon Residue. Report of Sub-Committee XXIII, Committee D-2, 470. 

The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 


Cars. 
* See Locomotives and Cars. 


Cast Iron. 

See also Castings. 

Cast Iron. Report of Committee A-3, 139. 

Discussion on Cast Iron, 144. 

Report on Correlation Tension and Transverse Tests of Cast Iron. Report of 
Committee A-3, Appendix, 142. oe 

Tentative Revisions of: 

Standard Specifications for Cast-Iron Soil Pipe and Fittings, 1116. 

Standard Specifications for Gray-Iron Castings, 1115. 

Standard Specifications for High-Test Gray-Iron Castings, 1117. 

Tentative Specifications for the Arbitration Test Bar and Tension Test Specimen 
for Cast Iron, 738. 


Castings. 
See also Cast Iron; Steel. a ee 
Die-Cast Metals and Alloys. Report of Sub-Committee XV, Committee B-2, 
202. 
od Investigation of the Effect of Phosphorus and Sulfur in Steel. Progress Report 
- of the Joint Committee, 95. 
_ Nature, Production and Uses of Die-Castings, by Sam Tour. Report of Com- 
mittee B-2, Appendix I, 208. 
Notes on European Die-Casting Practice, by E. V. Pannell. Report of Com- 
» mittee B-2, Appendix V, 217. 
am Tentative Revision of Standard Specifications for Gray-Iron Castings, 1115. 
Tentative Revision of Standard Specifications for High-Test Gray-Iron Castings, 
1117. 
Tentative Specifications for: 
a Brass Ingot Metal, Graded and Ungraded, for Sand Castings, 770. 
Carbon-Steel Castings for Valves, Flanges, and Fittings for High-Tempera- 
7 ture Service, 724. 
y Electric Cast-Steel Stud-Link Anchor Chain, 702. 
_ Sand Castings of the Alloy: Copper 80 per cent; Tin 10 per cent; Lead 
10 per cent, 766. 
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Cement. 


e 


= Average values of chemical and physical properties of 32 cements, 242. 
“ Cement. Report of Committee C-1, 233. 

Chemical analyses of 32 cements, 240. 

Definitions and Chemical Limitations. Report of Sub-Committee I, Committee 


C-1, 238. 
Discussion on Cement Testing, 301. 
Final times of setting of 32 cements, 256. 
Fineness. Report of Sub-Committee III, Committee C-1, 244. 
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Cement (Continued): 

Initial time of setting of 32 cements, 254. 

Normal consistency and soundness tests of 32 cements, 250. 

Normal Consistency. Report of Sub-Committee V, Committee C-1, 248. 

Notes on testing machines and on measurement of pressure in molding cement 
briquets, 283. 

Proposed Specifications for Portland-Cement Concrete for Pavements and Pave- 
ment Base. Report of Committee D-4, Appendix IT, 530. 

Results of fineness tests on 32 cements, 246. 

Strength: Report on “Cooperative Tests of Thirty-two Portland Cements by 
Forty-seven Laboratories.” Report of Sub-Committee VII, Committee C-1, 
261. 

Summary of compressive strengths of 32 cements and mean variations for com- 
pression specimens, 276. 

Summary of compressive strengths of 32 cements and mean variations for 6 by 
12-in. concrete cylinders, 270. 

Summary of rejections of 32 cements by individual laboratories on the basis of 
the present A.S.T.M. Standard Specifications and Tests for Portland Cement 
(Serial Designation: C 9 — 26), 294. 

Summary of tensile strengths of 32 cements and mean variations for neat cement 
briquets, 274. 

Summary of tensile strengths of 32 cements and mean variations for 1: 3 standard 
sand briquets, 272. 

Tentative Revision of Standard Specifications and Tests for Portland Cement, 
1121. 

Tentative Specifications for Keene’s Cement, 816. 

The Effect of Admixtures on the Water-Cement Ratio-Strength Relation of 
Concrete, by George Conahey. Report of Committee C-9, Appendix VIII, 
373. 

Time of Setting. Report of Sub-Committee VI, Committee C-1, 253. 

Chain. 

Tentative Revision of Standard Specifications for Iron and Steel Chain, 1115. 

Tentative Specifications for Electric Cast-Steel Stud-Link Anchor Chain, 702. 

Tentative Specifications for Iron and Steel Chain, 697. 


Charpy Test. 


Tentative Methods of Testing Insulating Materials for Resistance to Impact, 
1021. 


Chemical Composition. 
Average values of chemical and physical properties of 32 cements, 242. 
Chemical analyses of 32 cements, 240. 

Definitions and Chemical Limitations. Report of Sub-Committee I, Committee 
C-1, 238. 


Clay Hollow Tile. 
See Tile. 


= eC 
Clay Products. 
Tentative Methods of Testing Electrical Porcelain, 985. 
Tentative Revision of Standard Specifications and Tests for Hollow Burned-Clay 
Floor Tile, 1124. 
Tentative Revision of Standard Specifications and Tests for Hollow Burned-Clay 
Load-Bearing Wall Tile, 1123. 
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Clay Products (Continued): 


Tentative Specifications and Tests for Hollow Burned-Clay Fireproofing, Parti- 
i tion and Furring Tile, 859. 
Tentative Specifications for Building Brick (Made from Clay or Shale), 836. 


Cloud Point. 
Cloud and Pour Test. Report of Sub-Committee XVI, Committee D-2, 460. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 

Appendix, 479. 
Coal. 
Coal and Coke. Report of Committee D-5, 543. 
Proposed Method of Test for Determination of Coal and Lignite in Sand. 
Report of Committee C-9, Appendix V, 365. 

Tentative Method of Test for Cubic Foot Weight of Crushed Bituminous Coal, 
966. 

Tentative Revision of Standard Methods of Laboratory Sampling and Analysis 
of Coal and Coke, 1129. 

Coatings. 

See Galvanizing. 

Coal-Tar. 

See Bituminous Materials. 


Coke. 
Coal and Coke. Report of Committee D-5, 543. 
Tentative Methods of: 
Test for Cubic Foot Weight of Coke, 968. 
Test for Sieve Analysis of Coke, 970. 
Tumbler Test for Coke, 973. 
Tentative Revision of Standard Methods | of Sampling and 
of Coal and Coke, 1129. 
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Color. 

Discussion on Cement Testing, 301. 

Tentative Methods of Test for Mass Color and Tinting Strength of Pigments, 
885. 

The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 

Committee Reports. 


The committee reports are indexed under the subjects with which the com- 


mittees are concerned; see also Table of Contents, p.3. _ 


Compression Testing. 
Average values of chemical and physical properties of 32 cements, 242. 
Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic open TX, 


and Volume Changes of Concrete. Report of Committee C-9, Appendix IX 
377. 
Proposed Tentative Specifications for Reinforced Concrete Culvert Pipe. Report 
of Joint Committee on Concrete Culvert Pipe, Appendix, 319. i, 
Strength: Report on “Cooperative Tests of Thirty-two Portland Cements by 
Forty-seven Laboratories.” Report of Sub-Committee VII, Committee 
C-1, 261. 
Summary of compressive strengths of 32 cements and mean variations for : 
compression specimens, 276. 
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: Compression Testing (Continued): 
Summary of compressive strengths of 32 cements and mean variations for 6 by 
12-in. concrete cylinders, 270. ; 
Tentative Methods of: 
Testing Brick (Compression, Flexure and Absorption), 854. ; 
Testing Electrical Porcelain, 985. 
Testing Laminated Sheet Insulating Materials, 1013. 
Concrete. 
See also Aggregates. 
Abrasion Tests of Concrete Aggregates. Report of Section, Committee C-9, 354. 
Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic Deformation 
and Volume Changes of Concrete. Report of Committee C-9, Appendix 


IX, 377. 


Concrete and Concrete Aggregates. Report of Committee C-9, 341. % 
Concrete Culvert Pipe. Second Report of the Joint Committee, 315. > 
Design of Concrete. Report of Sub-Committee VI, Committee C-9, 346. 

Joint Committee on Concrete Culvert Pipe. Report of Society Representa- 
tives, 314. 

Elasticity and Volume Changes of Concrete. Report of Sub-Committee XVI, 
Committee C-9, 376. 

Proposed Specifications for Portland-Cement Concrete for Pavements and Pave- 
ment Base. Report of Committee D-4, Appendix II, 530. 

Proposed Tentative Specifications for Reinforced Concrete Culvert Pipe. Report 
of Joint Committee on Concrete Culvert Pipe, Appendix, 319. 

"Strength: Report on ‘‘Cooperative Tests of Thirty-two Portland Cements by 
Forty-seven Laboratories.” Report of Sub-Committee VII, Committee 
C-1, 261. 

_ Tentative Revision of Standard Specifications for Billet-Steel Concrete Rein- 

_ forcement Bars, 1114. 

Tentative Specifications for Concrete Aggregates, 822. 

Tentative Specifications for Concrete Building Brick, 838. 

The Effect of Admixtures on the Water-Cement Ratio-Strength Relation of 

_ Concrete, by George Conahey. Report of Committee C-9, Appendix VIII, 

Conical Illumination. 


Conical Illumination in Microscopy, by H. S. George. _ Report of Committee 


Consistency. 
_ Average values of chemical and physical properties of 32 cements, 242. 
Normal consistency and soundness tests of 32 cements, 250. 
_ Normal Consistency. Report of Sub-Committee V, Committee C-1, 248. 
"Plasticity, Consistency, etc. Report of Technical Committee III, Committee 
E-1, 621. 
Tentative Method of Test for Residue of Specified Penetration, 948. 
The Significance of Tests of nema Products. Report of Committee D-2, 


Copper. 
also Alloys. 


_ Annealed Copper Standard, Extracts from standardization rules of the American 


Institute of Electrical Engineers, 1049. a 
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Copper (Continued): 


_ Copper Wire. Report of Committee B-1, 189. 


Inspection of the Fort Sheridan and Annapolis Tests. Report of Sub-Committee 
III, Committee A-5, 152. 
Non-Ferrous Metals and Alloys. Report of Committee B-2, 191. 
Tentative Specifications for: a 
Brass Ingot Metal, Graded and Ungraded, for Sand Castings, 770. 
Fire-Refined Copper Other than Lake, 763. 
Insulated Wire and Cable: 30-per-cent Hevea Rubber, 1033. 
Sand Castings of the Alloy: Copper 80 per cent; Tin 10 per cent; Lead 
10 per cent, 766. 


Seamless Copper Tubes, 778. 
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Silver Solders, 774. 
Total Immersion Tests. Report of Sub-Committee V, Committee A-5, 160. 
Cord. 


Tentative Specifications and Tolerances for 23/5/3 Carded American Tire Cord, 
1103. 
Corrosion. 
Corrosion of Iron and Steel. Report of Committee A-5, 148. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B- wT 223. 
Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee 
A-5, 167. 
Inspection of the Fort Sheridan and Annapolis Tests. Report of Sub-Committee 
III, Committee A-5, 152. 
Metal Culvert Corrosion Tests. Report of Sub-Committee IX, Committee 
A-5, 173. 
Methods of Testing. Report of Sub-Committee VII, Committee A-5, 165. 
Specifications for Zinc-Coated Products. Report of Sub-Committee VI, Com- 
mittee A-5, 164. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 
Total Immersion Tests. Report of Sub-Committee V, Committee A-5, 160. 
Cotton. 
Tentative Definitions of Terms Relating to Textile Materials, 1105. 
Tentative Specifications and Tolerances for 23/5/3 Carded American Tire Cord, 
1103. 
Tentative Specifications for Tolerances and Test Methods for Knit Goods, 1099. 
Creosote Oil. 


"a Tentative Definitions of Terms Relating to Textile Materials, 1105. 


J Calculated rate of change of volume and density per 1° C. change in temperature 


for nine samples of creosote oil, 552. 
Results of density determinations made on creosote oils, 551, 552. 
Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 549. 


See Flexure Testing. ous 
Crude Petroleum. 


See Petroleum Products. 


Crushing Strength. 


See Compression Testing. 
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Cubic Foot Weight. 


Tentative Method of Test for Cubic Foot Weight of Coke, 968. 
Tentative Method of Test for Cubic Foot Weight of Crushed Bituminous Coal, 
Concrete Culvert Pipe. Second Report of the Joint Committee, 315. 
Joint Committee on Concrete Culvert Pipe. Report of Society Representatives, 
314. 
Metal Culvert Corrosion Tests. Report of Sub-Committee IX, Committee A-5, 
173. 
Proposed Tentative Specifications for Reinforced Concrete Culvert Pipe. 
Report of Joint Committee on Concrete Culvert Pipe, Appendix, 319. 
_ Cuprous Oxide. 
Tentative Method of Routine Analysis of Dry Cuprous Oxide, 910. 
Tentative Specifications for the Toxic Ingredients in Anti-Fouling Paints, 872. 


Damp-Proofing. 
See Waterproofing. 
1 Definitions of Terms. _ 
See Nomenclature. 


Density. 
Calculated rate of change of volume and density per 1° C. change in temperature 
for nine samples of creosote oil, 552. 
Effect of Gradation on Weights of Materials. Report of Section, Committee 
C-9, 367. 
Methods of Density. Report of Technical Committee V, Committee E-1, 645. 
Results of density determinations made on creosote oils, 551, 552. 
Tentative Method of Test for Cubic Foot Weight of Coke, 968. 
Tentative Method of Test for Cubic Foot Weight of Crushed Bituminous Coal, 
966. 


Dental Plasters. 
Tentative Specifications for Calcined Gypsum for Use in the Preparation of 
Dental Plasters, 819. 


Deval Abrasion. 
Abrasion Tests of Concrete Aggregates. Report of Section, Committee C-9, 354. 


Die-Castings. 

Descriptive articles published 1922-1927 on die-casting in Europe, 221. 

Die-Cast Metals and Alloys. Report of Sub-Committee XV, Committee B-2, 
202. 

List of Alloys Agreed on for Die-Casting Investigation, with Nominal Composi- 
tions Desired. Report of Committee B-2, Appendix II, 211. 

Nature, Production and Uses of Die-Castings, by Sam Tour. Report of Com- 
mittee B-2, Appendix I, 208. 

Notes on European Die-Casting Practice, by E. V. Pannell. Report of Com- 
mittee B-2, Appendix V, 217. 
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Die-Castings (Continued:) 

Specifications for Rockwell Special ‘‘E’’ Scale. Report of Committee B-2, 
Appendix IV, 216. 

Standard testing procedure for die-cast metals and alloys, agpensing’ in Appendix 

III, Report of Committee B-2, 213. ls 

Dielectric Strength. 

Tentative Methods of Testing Electrical Porcelain, 985. 

Tentative Methods of Testing Insulating Varnishes, 975. 

The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 

Distillation. 

See also Bituminous Materials; Petroleum Products. 

Moisture Content of Timber. Report of Sub-Committee XI, Committee D-7, 

Results of Cooperative Distillation Tests by the Committee on Materials of the 
A.A.S.H.O. and the Section on Distillation of Committee D-4, Appendix ITI, 
539. 

Results of cooperative distillation tests with the Engler and E-1 flasks, 540. 

Tentative Methods of: 

Test for Distillation of Bituminous Materials Suitable for Road Treatment, 
943. 
Test for Distillation of Crude Petroleum, 917. 
a Testing Bituminous Emulsions, 952. 
The Significance of Tests of Petroleum Products. Report of Committee ‘D2 
Appendix, 479. 

Doctor Test. 

The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 

Drain Tile. 

Drain Tile. Report of C 

Durability. 

See also Soundness. 
Proposed Method of Test for Soundness of Coarse Aggregate (Sodium ‘Sulfate 
Soundness Test). Report of Committee C-9, Appendix IT, 361. 


Dust Prevention. 
= Tentative Methods of Testing Bituminous Emulsions, 952. 


ommittee C-6, 313. 


H 

Effect of Temperature. 
Effect of Temperature on the Properties of Metals. Progress Report of the 
Joint Research Committee, 103. 

Elasticity. 

Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic Deformation 
and Volume Changes of Concrete. Report of Committee C-9, Appendix IX, 
377. 

Definitions. Report of Sub-Committee VI, Committee D-1, 411. 

Elasticity and Volume Changes of Concrete. Report of Sub- Committee XVI, 
Committee C-9, 376. 
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Elasticity (Continued): 
Hooke’s Law of Stress and Strain. Annual Address tw the President, H. F. 
; Moore, 38. 
Results of modulus of elasticity measurements on slate, 598. _ 
Electrical Insulation. 
See Insulating Materials. 
Electrical-Resistance Alloys. 
Metallic Materials for Electrical Heating. Report of Committee B-4, 230. 
Tentative Methods of Chemical Analysis of Metallic Materials for Electrical 
Heating, 799. 
Elongation. 
Tentative Methods of Testing Varnished Cloth Tapes, 1026. 
Emulsification. 
See also Petroleum Products. 
y Tentative Methods of Testing Bituminous Emulsions, 952. 


The Significance of Tests of Petroleum Products. Report of Committee D- 2, ™ = 
Appendix, 479. 


Engler. 
Results of cooperative distillation tests with the Engler and E-1 flasks, 540. 
Tentative Specifications for Thermometers for Engler Viscosimeters, 1108. 
Evaporation. 
The Significance of Tests of Petroleum Products. Report of Committee D-2 _ 


Appendix, 479. 
Executive Committee. 
Annual Report of the Executive Committee, 45. 
Exposure Tests. 
Corrosion of Iron and Steel. Report of Committee A-5, 148. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 223. 
Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee 
A-5, 167. 
Inspection of the Fort Sheridan and Annapolis Tests. Report of Sub-Committe 
III, Committee A-5, 152. 
Preparation of Iron and Steel Surfaces for Painting. Report of Sub-Committee 
XIV, Committee D-1, 421. 
Results of tests to determine the effect of various methods of preparation of steel 
_ surfaces on the preservation of such surfaces by paint, 424. ino al ‘ 


Fabrics. 
See Textile Materials. 
Fencing. 
Tentative Specifications for Zinc-Coated (Galvanized) Barb Wire, 741. 
Fibers. 
See Textile Materials. 
Filler. 
Tentative Recommended Practice for Bituminous Paving Plant Inspection, 956. 
Fineness. 
See Mechanical Analysis. 
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Fire Brick. 
Refractories. Report of Committee C-8, 333. 


Fire Hose. 
See Hose. 
Fire Point. 
See Flash Point. ¢ 4, 
Fireproofing. 
; Tentative Specifications and Tests for Hollow Burned-Clay Fireproofing, Parti- 
tion and Furring Tile, 859. 
Fire-Refined Copper. 
Tentative Specifications for Fire-Refined Copper Other than Lake, 763. 
Fire Tests. 
Fire Tests of Materials and Construction. Report of Committee C-5, 311. 
Fittings. 
Proposed Specifications for Zinc Coatings (Galvanizing) on Iron or Steel Pipe 
and Fittings. Report of Sectional Committee on Zinc Coating of Iron 
and Steel, Appendix, 178. 
Flanges. 
Tentative Specifications for Carbon-Steel Castings for Valves, Flanges, and 
Fittings for High-Temperature Service, 724. 
Flash Point. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. ae 
Flexure Testing. 
Report on Correlation Tension and Transverse Tests of Cast Iron. Report of 
Committee A-3, Appendix, 142. 


Tentative Methods of: 
Testing Brici: (Compression, Flexure and Absorption), 854. 
Testing Electric.1 Porcelain, 985. a 


Testing Laminated Sheet Insulating Materials, 1013. 
Tentative Specifications for the Arbitration Test Bar and Tension Test Specimen 


for Cast Iron, 738. 
Floors. * * ies 


Flow Tests. 
Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic Deformation 
and Volume Changes of Concrete. Report of Committee C-9, Appendix IX, 

377. 
Strength: Report on “Cooperative Tests of Thirty-two Portland Cements by 
Forty-seven Laboratories.” Report of Sub-Committee VII, Committee C-1, 

261. 


Fluid Temperature. 
Proposed Method for Determination of Softening and Fluid Temperatures of 
Rosin. Report of Committee D-17, Appendix I, 608. 


Forgings. 
Investigation of the Effect of Phosphorus and Sulfur in Steel. Progress Report 
of the Joint Committee, 95. 
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Forgings (Continued): 
Proposed Definitions of Seams and Injurious Seams and Defects in Forgings. 7 % 
: Report of Committee A-1, Appendix II, 94. os 
7 Tentative Methods of Sampling Rolled and Forged Steel Products for Check _ 
Analysis, 756. 
Tentative Specifications for Iron and Steel Chain, 697. 
Friction Test. 
‘Tentative Specifications for Cotton Rubber-Lined Fire Hose for Public and | 
7 Private Fire Department Use, 1050. 
Tentative Specifications for Rubber Insulating Tape, 1068. 
Fuel Oil. 
Fuel Oil. Report of Sub-Committee XXX, Committee D-2, 478. 
Tentative Definitions of Terms Relating to Petroleum, 933. 


Galvanizing. 
See also Zinc. 
Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee : 
A-5, 167. 
Methods of Testing. Report of Sub-Committee VII, Committee A-5, 165. 
Proposed Specifications for the Zinc Coating on Iron and Steel Sheets, 752. 
Proposed Specifications for Zinc Coatings (Galvanizing) on Iron or Steel Pipe 
and Fittings. Report of Sectional Committee on Zinc Coating of Iron _ 
and Steel, Appendix, 178. 
_ Tentative Specifications for: 
~~ Black and Hot-Dipped Zinc-Coated (Galvanized) Welded and Seamless 
i Steel Pipe for Ordinary Uses, 729. 
-Zinc-Coated (Galvanized) Barb Wire, 741. 
_ Zine-Coated (Galvanized) Steel Wire Strand, 744. 
Zine (Hot-Galvanized) Coatings on Structural Steel Shapes, Plates and 
Bars and Their Products, 748. 
Zinc Coating of Iron and Stéel. Report of Sectional Committee, 175. 


Gas Oils. 
See also Oils. 
Gas Oil. Report of Sub-Committee XVIII, Committee D-2, 461. 
; Tentative Definitions of Terms Relating to Petroleum, 933. 
The Significance of Tests of Petroleum Products. Report of Committee D: 


Appendix, 479. 


Gasoline. 

- Tentative Definitions of Terms Relating to Petroleum, 933. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, ‘ 

Gold Bronze. 

Tentative Methods of Test for Coarse Particles in Dry Pigments and Coarse 

p~ «. Particles and Skins in Mixtures of Pigments and Vehicles, 874. 


_ Tentative Specifications for Gold Bronze Powder, 871. 


~ 
= 


‘ 
SuBJECT INDEX 1151 
= @ 


1152 SuByect INDEX 


See also Aggregates. 

Abrasion Tests of Concrete Aggregates. Report of Section, Committee C-9, 354. 

Coarse Screens. Report of Section, Committee E-1, 623. 

Effect of Gradation on Weights of Materials. Report of Section, Committee 
C-9, 367. 
Proposed Method of Test for Quantity of Soft Pebbles in Gravel. Report of 

Committee C-9, Appendix IV, 363. 
Report of Section on Proposed Tentative Methods of Abrasion Testing of 
Gravel. Report of Committee D-4, Appendix I, 527. 

Results of comparative mechanical analyses of coarse aggregates, 625- -632. 

Tentative Method of Test for Abrasion of Gravel, 940. 

Tentative Specifications for Concrete Aggregates, 822 


Gravity. 
Tentative Method of Test for Field Determination of Approximate Apparent 
Specific Gravity of Fine Aggregate, 827. 
Tentative Method of Test for Gravity of Petroleum and Petroleum Products by 
Means of the Hydrometer, 924. 
The Significance of Tests of Petroleum Products. Report of Committee D-2 
Appendix, 479. 
Grease. 
Petrolatum. Report of Sub-Committee I, Committee D-2, 442. 
_ Tentative Method of Test for Melting Point of Petrolatum, 931. 7 ; 
_ The Significance of Tests of Petroleum Products. Report of Committee D-2 
Appendix, 479. 
Guy Wire. 
Tentative Specifications for Zinc-Coated (Galvanized) Steel Wire Strand, 744. 


Tentative Definitions of Terms Relating to the Gypsum Industry, 821. 

Tentative Revision of Standard Definitions of Terms Relating to the Gypsum 
Industry, 1125. 

Tentative Specifications for Calcined Gypsum for Use in the Preparation of 


Dental Plasters, 819. 

Tentative Specifications for Keene’s Cement, 816. SS 

Hardness Testing. 


Specifications for Rockwell Special “‘E’’ Scale. Report of Committee B-2, 
Appendix IV, 216. 
Standard testing procedure for die-cast metals and alloys, appearing in Appendix 
III, Report of Committee B-2, 213. 
Heating Test. 
Proposed Specifications for Thermometer for Heating Test of Raw Tung Oil. 
Report of Committee D-15, Appendix I, 594. 
Heat Treatment. 
_ Heat Treatment of Iron and Steel. Report of Committee A-4, 146, 


Gypsum. 
Field test for Keene’s cement, 818. 
Gypsum. Report of Committee C-11, 398. 
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Heat Treatment (Continued): 
Investigation of the Effect of Phosphorus and Sulfur in Steel. Progress Report _ 
of the Joint Committee, 95. 
Tentative Definitions of Terms Relating to Heat Treatment Operations (Espe- 
cially as Related to Ferrous Alloys), 759. 
Tentative Specifications for Carbon-Steel Castings for Valves, Flanges and 
Fittings for High-Temperature Service, 724. 
Temperature. 
‘ Metallic Materials for Electrical Heating. Report of Committee B-4, 230. 
Oxidation at High Temperatures. Report of Sub-Committee X, Committee 
D-2, 457. 
Tentative Methods of Chemical Analysis of Metallic Materials for Electrical 
Heating, 799. 
Tentative Specifications for Carbon-Steel Castings for Valves, Flanges, and 
Fittings for High-Temperature Service, 724. 
Tentative Specifications for Lap-Welded and Seamless Steel Pipe for High- 
Temperature Service, 733. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 
Highways. 
See Bituminous Materials; Brick; Genaueter Pavements; ‘Road Materials. 
Hollow Tile. 
See Tile. 
Hollow Building Units. 


Hollow Masonry Building Units. Report of Committee C-10, 394. 


Hooke’s Law. 
Hooke’s Law of Stress and Strain. Annual Address by the President, H. F. 
Moore, 38. 


Hose. 


Specifications for Rubber-Lined Fire Hose. Report of Sectional Committee, 584. 
Tentative Specifications for Cotton Rubber-Lined Fire Hose for Public and 


Private Fire Department Use, 1050. _ 
Hydrated Lime. 


See Lime. 
Hydrostatic Test. 
Tentative Specifications for Cotton Rubber-Lined Fire Hose for 
Private Fire Department Use, 1050. 
Hygroscopic Moisture. 
Tentative Methods of Test for Hygroscopic Nésiatere (and Other Matter Volatile 
Under the Test Conditions) in Pigments, 881. 


_ Ignition Temperatures. 


Autogenous Ignition of Petroleum Products. Report of Sub-Committee 
XXVIII, Committee D-2, 473. 
Results of tests on autogenous ignition, using various types of apparatus, 475. 
> Tentative Method of Test for or the Determination of Autogenous Ignition Tem- 
peratures, 915. 
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Illuminating Oils. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 


Immersion Tests. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 223. 
Total Immersion Tests. Report of Sub-Committee V, Committee A-5, 160. 


Impact Testing. 
Standard testing procedure for die-cast metals and alloys, appearing in Appendix 
III, Report of Committee B-2, 213. 
Tentative Methods of Testing Insulating Materials for Resistance to Impact, 
1021. 


Inelastic Deformation. 
Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic Deformation 
and Volume Changes of Concrete. Report of Committee C-9, Appendix 
IX, 377. 


Insulating Materials. 
Electrical Insulating Materials. Report of Committee D-9, 564. 
Summary of oxidation tests for evaluating insulating oils, 575. 
Tentative Methods of: 
Chemical Analysis of Rubber Products, 1072. ; 
Testing Electrical Porcelain, 985. . 
Testing Insulating Materials for Resistance to Impact, 1021. 


Testing Insulating Varnishes, 975. _ 
Testing Laminated Sheet Insulating Materials, 1013. | 
Testing Untreated Insulating Paper, 998. f 


Testing Varnished Cloth Tapes, 1026. 
Tentative Revision of Standard Methods of Testing Molded Insulating Mate- 
rials, 1130. 
Tentative Specifications for Insulated Wire and Cable: 30-per-cent Hevea 
Rubber, 1033. 
Tentative Specifications for Rubber Insulating Tape, 1068. 


Iron. 

me Cast Iron. Report of Committee A-3, 139. 

Corrosion of Iron and Steel. Report of Committee A-5, 148. 

Discussion on Cast Iron, 144. 

Heat Treatment of Iron and Steel. Report of Committee A-4, 146. 

Inspection of the Fort Sheridan and Annapolis Tests. Report of Sub-Committee 
III, Committee A-5, 152. 

Preparation of Iron and Steel Surfaces for Painting. Report of Sub-Committee 
XIV, Committee D-1, 421. 

Proposed Specifications for.the Zinc Coating on Iron and Steel Sheets, 752. 

Proposed Specifications for Zinc Coatings (Galvanizing) on Iron or Steel Pipe 
and Fittings. Report of Sectional Committee on Zine Coating of Iron 
and Steel, Appendix, 178. 

Report on Correlation Tension and Transverse Tests of Cast Iron. Report of 
Committee A-3, Appendix, 142. 

Tentative Definitions of Terms Relating to Heat Treatment Operations (Espe- 
cially as Related to Ferrous Alloys), 759. 

Tentative Revisions of: 

Standard Specifications for Cast-Iron Soil Pipe and Fittings, 1116. 
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Iron (Continued): 
7 Standard Specifications for Gray-Iron Castings, 1115. 
Standard Specifications for High-Test Gray-Iron Castings, 1117. 
Standard Specifications for Iron and Steel Chain, 1115. 
Tentative Specifications for: _ 
Tron and Steel Chain, 697. 
_ The Arbitration Test Bar and Tension Test Specimen for Cast Iron, 738. 
7 Zinc-Coated (Galvanized) Barb Wire, 741. 
Zinc-Coated (Galvanized) Steel Wire Strand, 744. 
Total Immersion Tests. Report of Sub-Committee V, Committee A-5, 160. + 
Wrought Iron. Report of Committee A-2, 136. 
Zine Coating of Iron and Steel. Report of Sectional Committee, 175. 
Izod Test. on, 
‘Tentative Methods of Testing Insulating Materials for Resistance to Impact, 
1021. 


J 

Joint Committee Reports. 

The joint committee reports are indexed under the subjects with which the © 
committees are concerned; see also Table of Contents, p. 3. 

See Bearing Metal. 

Keene’s Cement. 

Field test for Keene’s cement, 818. 2 ll 
Tentative Specifications for Keene’s Cement, 816. 

Kerosine. 
See also Oils. a 
Tentative Definitions of Terms Relating to Petroleum, 933. : 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 

Appendix, 479. 

‘Knit Goods. 

Tentative Specifications for Tolerances and Test Methods for Knit Goods, 1099. 


L 
Lacquer. 
Tentative Methods of Test for Bleeding of Pigments, 878. 
Tentative Methods of Test for Coarse Particles in Dry Pigments and Coarse 
Particles and Skins in Mixtures of Pigments and Vehicles, 874. 
Lead. 
Notes on European Die-Casting Practice, by E. V. Pannell. Report of Com-— 
mittee B-2, Appendix V, 217. 
Tentative Specifications for Brass Ingot Metal, Graded and Ungraded, for Sand > 
Castings, 770. 
Tentative Specifications for Sand Castings of the Alloy: Copper 80 per cent; 
Tin 10 per cent; Lead 10 per cent, 766. 


Life Test. 
Tentative Specifications for Cotton Rubber-Lined Fire Hose for Public and 


4 Private Fire Department Use, 1050. | 
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Lignite. 
Proposed Method of Test for Determination of Coal and Lignite in Sand. _ 
Report of Committee C-9, Appendix V, 365. | 


Lime. 
Lime. Report of Committee C-7, 330. 
Tentative Revision of Standard Specifications for Hydrated Lime for Structural 
Purposes, 1121. 
Tentative Specifications for Sand-Lime Building Brick, 840. 
The Effect of Admixtures on the Water-Cement Ratio-Strength Relation of 
Concrete, by George Conahey. Report of Committee C-9, Appendix VIII, 
373. 
Limestone. 
See Aggregates; Lime. 
Line Wire. 
See Wire. 
Linseed Oil. 
See also Paint Vehicles. 
Linseed Oil. Report of Sub-Committee V, Committee D-1, 406. 
Tentative Methods of Routine Analysis of White Linseed Paints, 888. 
Tentative Specifications for Boiled Linseed Oil, 864. 


Locomotives and Cars. 

Tentative Specifications for Structural Steel for Locomotives and Cars, 712. 
Loss on Heating. 

Tentative Method of Test for Residue of Specified Penetration, 948. 
Lubricants. 

See also Petroleum Products. 

Petroleum Products and Lubricants. Report of Committee D-2, 434. 

Tentative Method of Test for Melting Point of Petrolatum, 931. 

The Significance of Tests of Petroleum Products. Report of Committee D-2, 


Magnetic Analysis. Report of Committee A-8, 185. 
Magnetic Properties. Report of Committee A-6, 180. : 
Proposed Standardization of Magnetic Terms, Units and Symbols. Report of 
Committee A-6, Appendix, 182. 
Manganese Bronze. 
Tentative Revision of Standard Methods of Chemical Analysis of Manganese 
Bronze, 1120. 
Marine Boiler. 
Tentative Specifications for Marine Boiler Steel Plates, 719. 
Mechanical Analysis. 
Coarse Screens. Report of Section, Committee E-1, 623. _ 
Effect of Gradation on Weights of Materials. Report of Section, Committee 
C-9, 367. 
Fineness. Report of Sub-Committee III, Committee C-1, 244. 
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5 Mechanical Analysis (Continued): 

Proposed Method of Test for Percentage of Shale in Aggregate. Report of 
Committee C-9, Appendix III, 362. 

Results of comparative mechanical analyses of coarse aggregates, 625-632. | 

Results of fineness tests on 32 cements, 246. 

Sub-Sieve Sizes. Report of Section, Committee E-1, 640. 

Summary of reports showing method used and units used to express results in 
particle size determination, 641. 

Tentative Definition of the Term Screen (Sieve), 1110. 

Tentative Methods of: 
_ Test for Coarse Particles in Dry Pigments and Coarse Particles and Skins 


in Mixtures of Pigments and Vehicles, 874. 
Test for Sieve Analysis of Coke, 970. 
Tumbler Test for Coke, 973. 
Tentative Revision of Standard Method of Test for Coarse Particles in Paint 
Pigments, 1127. 
Tentative Specifications for Concrete Aggregates, 822. 
Melting Point. 
Cooperative results on melting point and softening point of rosin, 603. — 
Naval Stores. Report of Committee D-17, 602. _ 


Petrolatum. Report of Sub-Committee I, Committee D-2, 442. 
Results of tests on melting point of petrolatum by four methods, 443. _ 
Tentative Method of Test for Melting Point of Petrolatum, 931. 

The Significance of Tests of Petroleum Products. Report of Committee D-2, 

Appendix, 479. 
Mercuric Oxide. 
Tentative Method of Routine Analysis of Dry Mercuric Oxide, 912. 
Tentative Specifications for the Toxic Ingredients in Anti-Fouling Paints, 872. 


See Galvanizing; Zinc. 
Metallography. 


Conical Illumination in Microscopy, by H. S. George. Report of Committee 
E-4, Appendix, 650. 

Metallography. Report of Committee E-4, 648. 

Methods of Testing. 


bal 


See Testing, Methods of. aided ew 
See Metallography. = 
Modulus of Elasticity. - r- 
See Elasticity. | 
Moisture. 


Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic Deformation 
and Volume Changes of Concrete. Report of Committee C-9, Appendix IX, 
‘Moisture Content of Timber. Report of Sub-Committee XI, Committee D-7, 
555. 
Proposed Method of Test for Determination of Total Amount of Moisture in 
Fine Aggregate by Drying. Report of Committee C-9, Appendix VI, 366. 
Tentative Methods of Test for Hygroscopic Moisture (and Other Matter Volatile 
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See Concrete. 


Naphtha. 


Comparative data on analine points and precipitation numbers of naphthas, 453. 
Crude Petroleum. Report of Sub-Committee XXI, Committee D-2, 463. 
Precipitation. Report of Sub-Committee IX, Committee D-2, 450. 

Results of tests for naphtha content of crude oils by various methods, running | 
up to 392° F., 464-468. 
Tentative Definitions of Terms Relating to Petroleum, 933. 
Tentative Method of Test for Distillation of Crude Petroleum, 917. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 
Natural Gas Gasoline. 
The Significance of Tests of Petroleum Products. Report of Committee D- 
Appendix, 479. 
Naval Stores. 
Cooperative results on melting point and softening point of rosin, 603. 
Naval Stores. Report of Committee D-17, 602. 
Proposed Method for Determination of Softening aud Fluid Temperatures of 

24 Rosin. Report of Committee D-17, Appendix I, 608. 

*: Proposed Method of Test for Softening Temperature of Rosin. 

- Committee D-17, Appendix II, 610. 

Neutralization. 
Tentative Method of Test for Alkalinity or Acidity of Pigments, 877. 
Tentative Methods of Testing Untreated Insulating Paper, 998. 
Tentative Specifications for Boiled Linseed Oil, 864. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, | 
Appendix, 479. 


Nickel. 


- Metallic Materials for Electrical Heating. Report of Committee B-4, 230. 


Non-Ferrous Metals and Alloys. Report of Committee B-2, 191. 
Tentative Methods of Chemical Analysis of Metallic Materials for Electrical 
Heating, 799. 
__-- Tentative Revisions of Standard cee for Structural Nickel Steel, 1113. 
Nomenclature. 
Definitions. Report of Sub-Committee VI, Committee D-1, 411. 
Definitions and Chemical Limitations. Report of Sub-Committee I, Com-_ 
mittee C-1, 238. 
Nomenclature and Definitions. Report of Committee E-8, 669. 
Nomenclature. Report of Sub-Committee XX, Committee D-2, 462. 
Proposed Definitions of Seams and Injurious Seams and Defects in Forgings. _ 
Report of Committee A-1, Appendix II, 94. 
Proposed Standardization of Magnetic Terms, Units and Symbols. ‘Report of 
Committee A-6, Appendix, 182. 
Tentative Def initions of: 


Ferrous Alloy s), 759. 
Terms Relating to Petroleum, 933. 
Terms Relating to Refractories, 858. 
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Nomenclature (Continued): 
=e Terms Relating to Textile Materials, 1105. 
Terms Relating to the Gypsum Industry, 821. 
The Term Aggregate, 835. 
The Term Screen (Sieve), 1110. 
a Tentative Revisions of: 

7 Standard Definition of the Term Sand, 1125. 
Standard Definitions of Terms Relating to Paint Specifications, 1134. 
Standard Definitions of Terms Relating to Refractories, 1126. 
Standard Definitions of Terms Relating to Textile Materials, 1134. 
Standard Definitions of Terms Relating to the Gypsum Industry, 1125. 


See also Lubricants. ; 
Determination of Oil in Wax. Report of Sub-Committee III, Committee D-2, 

Appendix, 446. 

Fuel Oil. Report of Sub-Committee XXX, Committee D-2, 478. 

Gas Oil. Report of Sub-Committee XVIII, Committee D-2, 461. 

Linseed Oil. Report of Sub-Committee V, Committee D-1, 406. 

Paraffin Wax. Report of Sub-Committee III, Committee D-2, 445. 


Petroleum Products and Lubricants. Report of Committee D-2, 434. 
Results of tests for naphtha content of crude oils by various methods, running 


up to 392° F., 464-468. i= 4%) 
_ Summary of oxidation tests for evaluating insulating oils, 575. _ 


_ Tentative Definitions of Terms Relating to Petroleum, 933. 


n 


As 


Tentative Methods of: 
Test for Distillation of Crude Petroleum, 917. 
Test for Gravity of Petroleum and Petroleum Products by Means of the 
Hydrometer, 924. 
Test for Oil Absorption of Pigments, 884. 
Test for the Determination of Autogenous Ignition Temperatures, 915. 
Testing Bituminous Emulsions, 952. 
Tentative Specifications for Boiled Linseed Oil, 864. —_ . 
Open Hearth. 
See Steel. 
Organic Impurities. 
Proposed Method of Test for Determination of Coal and Lignite in Sand. 
Report of Committee C-9, Appendix V, 365. 
Oxidation. 
_ Oxidation at High Temperatures. Report of Sub-Committee X, Committee 
D-2, 457. 
Summary of oxidation tests for evaluating insulating oils, 575. 
_ The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 


See also Oils; Protective Coatings. 2 


_ Definitions. Report of Sub-Committee VI, Committee D-1, 411. 
--- Method of Application of Paint by Spraying. Report of Sub-Committee XXII, 
Committee D-1, 433. _ 
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Paints (Continued): 

Methods of Analysis of Paint Materials. Report of Sub-Committee VIII, 
Committee D-1, 413. 

Preparation of Iron and Steel Surfaces for Painting. Report of Sub-Committee 
XIV, Committee D-1, 421. 

Preservative Coatings for Structural Materials. Report of Committee D-1, 401. 

Results of tests to determine the effect of various methods of preparation of steel 
surfaces on the preservation of such surfaces by paint, 424. 

Shellac. Report of Sub-Committee XIII, Committee D-1, 419. 


Tentative Methods of: 
Routine Analysis of White Linseed Oil Paints, 888. 
Test for Bleeding of Pigments, 878. 
Test for Coarse Particles in Dry Pigments and Coarse Particles and Skins 
in Mixtures of Pigments and Vehicles, 874. 
a Tentative Revision of Standard Definitions of Terms Relating to Paint Specifica- 
tions, 1134. 
' Tentative Revision of Standard Method of Test for Coarse Particles in Paint 
Pigments, 1127. 
Tentative Specifications for: 
- Aluminum Powder for Paints (Aluminum Bronze Powder), 870. 
Gold Bronze Powder, 871. 
The Toxic Ingredients in Anti-Fouling Paints, 872. 


Paint Vehicles. 
See also Oils. 
Linseed Oil. Report of Sub-Committee V, Committee D-1, 406. 
Tentative Methods of Test for Coarse Particles in Dry Pigments and Coarse 
Particles and Skins in Mixtures of Pigments and Vehicles, 874. 
Tentative Specifications for Boiled Linseed Oil, 864. - 


Papers and Publications. Report of Committee E-6, 665. 
Tentative Methods of Testing Untreated Insulating Paper, 998. 


Paraffin Wax. 
Determination of Oilin Wax. Report of Sub-Committee III, Committee D-2, 
Appendix, 446. 
Paraffin Wax. Report of Sub-Committee III, Committee D-2, 445. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 


Particle Size. 


Sub-Sieve Sizes. Report of Section, Committee E-1, 640. 
Summary of reports showing method used and units used to express results 


in particle size determination, 641. 
Partition Tile. 
See Tile. 
Pavements. 
Proposed Specifications for Portland-Cement Concrete for Pavements and Pave- 


ment Base. Report of Committee D-4, Appendix II, 530. 
Tentative Specifications for Paving Brick, 842. Oo 
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Report form for standard rattler test for paving brick, 853. . io 
Tentative Revision of Standard Specifications for Paving Brick, 1123. 
Tentative Specifications for Paving Brick, 842. 
Paving Plant. 
Index of sampling bituminous paving materials, 959. 
Report form for asphalt plant inspection, 965. 
Tentative Recommended Practice for Bituminous Paving Plant Inspection, 956. 
Effect of Gradation on Weights of Materials. Report of Section, Committee 
C-9, 367. 
Proposed Method of Test for Quantity of Soft Pebbles in Gravel. Report of 
Committee C-9, Appendix IV, 363. 
See Consistency. 
Petrolatum. 
Petrolatum. Report of Sub-Committee I, Committee D-2, 442. 
Results of tests on melting point of petrolatum by four methods, 443. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 
Petroleum Products. 
See also Bituminous Materials; Lubricants; Oils. 


Paving Brick, 

See Road Materials. 
Pebbles. = 
Penetration. 

Tentative Method of Test for Melting Point of Petrolatum, 931. 

Autogenous Ignition of Petroleum Products. Report of Sub-Committee 


XXVIII, Committee D-2, 473. 
Carbon Residue. Report of Sub-Committee XXIII, Committee D-2, 470. _ 
Cloud and Pour Test. Report of Sub-Committee XVI, Committee D-2, 460. 
Comparative data on analine points and precipitation numbers, 453. 
Crude Petroleum. Report of Sub-Committee XXI, Committee D-2, 463. 
Determination of Oil in Wax. Report of Sub-Committee III, Committee D-2, 

Appendix, 446. 
Fuel Oil. Report of Sub-Committee XXX, Committee D-2, 478. _ 


Gas Oil. Report of Sub-Committee XVIII, Committee D-2, 461. 
Nomenclature. Report of Sub-Committee XX, Committee D-2, 462. _ 
Oxidation at High Temperatures. Report of Sub-Committee X, Committee D-2, 
457. 
Paraffin Wax. Report of Sub-Committee III, Committee D-2, 445. 
Petrolatum. Report of Sub-Committee I, Committee D-2, 442. OO 
Petroleum Products and Lubricants. Report of Committee D-2, 434. 
Precipitation. Report of Sub-Committee IX, Committee D-2, 450. 
Proposed Specifications for Thermometer for Specific Gravity Determination. 
Report of Committee D-15, Appendix II, 595. 
Sampling and Gaging. Report of Sub-Committee XV, Committee D-2, 459. 
Results of tests on autogenous ignition, using various types of apparatus, 475. 
Results of tests for naphtha content of crude oils by various methods, running 
up to 392° F., 464-468. 
Tentative Definitions of Terms Relating to Petroleum, 933. 
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Petroleum Products (Continued): 
Tentative Methods of: 
Test for Distillation of Crude Petroleum, 917. 


Test for Gravity of Petroleum and Petroleum Products by Means of the 
Hydrometer, 924. 


Test for Melting Point of Petrolatum, 931. 
Test for the Determination of Autogenous Ignition Temperatures, 915. 
Testing Bituminous Emulsions, 952. = 


The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 


Phosphorus. 
Investigation of the Effect of Phosphorus and Sulfur in Steel. Progress Report 
of the Joint Committee, 95. 
Pigments. 
See also Paints. 
‘Preservative Coatings for Structural Materials. Report of Committee D-1, 401. 
Specifications for Pigments Dry and in Oil when Marketed in that Form. 
Report of Sub-Committee XV, Committee D-1, 429. 
Tentative Methods of: 
Routine Analysis of Dry Cuprous Oxide, 910. 
Routine Analysis of Dry Mercuric Oxide, 912. 4 


Test for Alkalinity or Acidity of Pigments, 877. 
Test for Bleeding of Pigments, 878. 
Test for Coarse Particles in Dry Pigments and Coarse Particles and Skins 
in Mixtures of Pigments and Vehicles, 874. 
Test for Hygroscopic Moisture (and Other Matter Volatile Under the Test 
Conditions) in Pigments, 881. 
Test for Mass Color and Tinting Strength of Pigments, 885. 
Test for Oil Absorption of Pigments, 884. 
Tentative Revision of Standard Method of Test for Coarse Particles in Paint 
Pigments, 1127. 
Tentative Revision of Standard Methods of Routine Analysis of Titanium 
Pigments, 1127. ‘ 
Tentative Specifications for Aluminum Powder for Paints (Aluminum Bronze 
Powder), 870. 
Tentative Specifications for the Toxic Ingredients in Anti-Fouling Paints, 872. 
Pipe. 
See also Sewer Pipe. 
Concrete Culvert Pipe. Second Report of the Joint Committee, 315. 
Joint Committee on Concrete Culvert Pipe. Report of Society Representatives, 
314. 


Metal Culvert Corrosion Tests. Report of Sub-Committee IX, Committee A-5, 
173. 

Proposed Tentative Specifications for Reinforced Concrete Culvert Pipe. 
Report of Joint Committee on Concrete Culvert Pipe, Appendix, 319. 

Proposed Specifications for Zinc Coatings (Galvanizing) on Iron or Steel Pipe 
and Fittings. Report of Sectional Committee on Zinc Coating of Iron 
and Steel, Appendix, 178. 

Tentative Revision of Standard Specifications for Cast-Iron Soil Pipe and 
Fittings, 1116. 


Tentative Revision of Standard Specifications for Cement-Concrete Sewer Pipe, 
a 1123. 
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Pipe (Continued): 

‘Tentative Specifications for Black and Hot-Dipped Zinc-Coated (Galvanized) 
Welded and Seamless Steel Pipe for Ordinary Uses, 729. 

_ Tentative Specifications for Lap-Welded and Seamless Steel Pipe for High- 
Temperature Service, 733. 


Pitch. 


Plaster. 


Tentative Specifications for Calcined Gypsum for Use in the Preparation of 
Dental Plasters, 819. 
Plastic Flow. 
Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic Deformation 
and Volume Changes of Concrete. Report of Committee C-9, Appendix IX, 
377. 
Plasticity. 
See Consistency. 
Plates. 
Tentative Methods of Sampling Rolled and Forged Steel Products for Check 
Analysis, 756. 
Tentative Specifications for: 
_ Marine Boiler Steel Plates, 719. 
_ Structural Steel for Locomotives and Cars, 712. 
Zinc (Hot-Galvanized) Coatings on Structural Steel Shapes, Plates and Bars 
and Their Products, 748. 
Poisson’s Ratio. 
Bibliographies on Modulus of Elasticity, Poisson's Ratio, Inelastic Deformation 
and Volume Changes of Concrete. Report of Committee C-9, Appendix IX, 
377. 
Porcelain. 


Tentative Methods of Testing Electrical Porcelain, 985. race pl 
Porosity. 
Tentative Methods of Testing Electrical Porcelain, 985. 


Pour Point. 
Cloud and Pour Test. Report of Sub-Committee XVI, Committee D-2, 460. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 

Appendix, 479. 

Precipitation. 

Comparative data on analine points and precipitation numbers of naphthas, 453. 

Precipitation. Report of Sub-Committee IX, Committee D-2, 450. 

The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 

Protection Test. 

The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 
Protective Coatings. 
See also Galvanizing; Paints; Zinc. 


Committee D-1, 412. 
Definitions. Report of Sub-Committee VI, Committee D-1, 411. 


A-5, 167. 
Linseed Oil. Report of Sub-Committee V, Committee D-1, 406. _ 


Accelerated Tests for Protective Coatings. Report of Sub-Committee VII, — 


Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee 


of 
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Protective Coatings (Continued): 

Method of Application of Paint by Spraying. Report of Sub-Committee XXII, 
Committee D-1, 433. 

Methods of Analysis of Paint Materials. Report of Sub-Committee VIII, 
Committee D-1, 413. 

Methods of Testing. Report of Sub-Committee VII, Committee A-5, 165. 

Preparation of Iron and Steel Surfaces for Painting. Report of Sub-Committee 
XIV, Committee D-1, 421. 

Preservative Coatings for Structural Materials. Report of Committee D-1, 410. 

Proposed Specifications for Thermometer for Heating Test of Raw Tung Oil. ? 
Report of Committee D-15, Appendix I, 594. 

Proposed Specifications for Zinc Coatings (Galvanizing) on Iron or Steel Pipe < 
and Fittings. Report of Sectional Committee on Zinc Coating of Iron 
and Steel, Appendix, 178. 

Shellac. Report of Sub-Committee XIII, Committee D-1, 419. 

Specifications for Pigments Dry and in Oil when Marketed in that Form. 
Report of Sub-Committee XV, Committee D-1, 429. 

Tentative Methods of: 

Routine Analysis of Dry Cuprous Oxide, 910. 

Routine Analysis of Dry Mercuric Oxide, 912. 

Routine Analysis of White Linseed Oil Paints, 888. 

Test for Alkalinity or Acidity of Pigments, 877. 

Test for Bleeding of Pigments, 878. 

Test for Coarse Particles in Dry Pigments and Coarse Particles and Skins | 
in Mixtures of Pigments and Vehicles, 874. 

Test for Hygroscopic Moisture (and Other Matter Volatile Under the Test 
Conditions) in Pigments, 881. >. 

Test for Mass Color and Tinting Strength of Pigments, 885. __ 

Test for Oil Absorption of Pigments, 884. a 

Tentative Revision of Standard Definitions of Terms Relating to Paint Speci- 
fications, 1134. 

Tentative Revision of Standard Methods of Testing Shellac, 1128. 

Tentative Specifications for: 


= Aluminum Powder for Paints (Aluminum Bronze Powder), 870. 


Boiled Linseed Oil, 864. 
Gold Bronze Powder, 871. 
The Toxic Ingredients in Anti-Fouling Paints, 872. 
Varnish. Report of Sub-Committee IX, Committee D-1, 417. 
Zine Coating of Iron and Steel. Report of Sectional Committee, 175. 
Publications. 


Papers and Publications. Report of Committee E-6, 665. ia 


crore 
Quicklime. 
See Lime. 


Rattler Test. 


Report form for standard rattler test for paving brick, 853. 
Tentative Specifications for Paving Brick, 842. 
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Refractories. 
+ ae Report of Committee C-8, 333. 
ae Tentative Definitions of Terms Relating to Refractories, 858. 
Tentative Revision of Standard Definitions of Terms Relating to Refractories, 
1126. 


Reinforced Concrete. 

See Concrete. 
Research. 
Correlation of Research. Report of Committee E-9, 681. - 

_ Effect>of Temperature on the Properties of Metals. Progress Report of the 

Joint Research Committee, 103. 

_ List of A.S.T.M. Research Projects. Report of Committee E-9, Appendix, 686. 

_ Yield Point of Structural Steel. Report of Research Committee, 105. Dis- 
Rivet Steel. 
Tentative Specifications for Structural Steel for Locomotives and Cars, 712. 


Road Materials. 


Shee See also Bituminous Materials; Brick; Concrete. — 
Index of sampling bituminous paving materials, 959. 
_ Proposed Specifications for Portland-Cement Concrete for Pavements and Pave- _ 


ment Base. Report of Committee D-4, Appendix II, 530. 
_ Report of Section on Proposed Tentative Methods of Abrasion Testing of Gravel. 
-- Report of Committee D-4, Appendix I, 527. 
___ Results of Cooperative Distillation Tests by the Committee on Materials of the 
A.A.S.H.O. and the Section on Distillation of Committee D-4, Appendix III, 
539. 
_ Results of cooperative distillation tests with the Engler and E-1 Sacks, 540. 
d Road and Paving Materials. Report of Committee D-4, 521. 
Tentative Definition of the Term Aggregate, 835. 
Tentative Methods of: 
- Test for Abrasion of Gravel, 940. 
Test for Distillation of Bituminous Materials Suitable for Road Treatment, 
943. 
: Test for Residue of Specified Penetration, 948. 
Testing Bituminous Emulsions, 952. 
Tentative Recommended Practice for Bituminous Paving Plant Inspection, 956. 
Tentative Revision of Standard Specifications for Broken Slag for Waterbound 
Base and Wearing Course, 1126. 
Tentative Revision of Standard Specifications for Shovel-Run or Crater en 


Le 


ss Broken Slag for Waterbound Base, 1126. 
‘Tentative Specifications for: 
a Concrete Aggregates, 822. 
. at High-Carbon Tar Cement for Use Cold in Repair Work (Cut-Back Product), 
oA 936. 
Low-Catbon Tar Cement for Use Cold in Repair Work (Cut-Back Product), 
938. 
Rock. 
See Aggregates; Road Materials; Stone. 
Rockwell Hardness. 


See Hardness Testing. 
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Rods. 
Tentative Revision of Standard Specifications for Free-Cutting Brass Rod for 

Use in Screw Machines, 1119. 
Tentative Revision of Standard Specifications for Naval Brass Rods for Struc- 


Roofing. 
See also Bituminous Materials. 
Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 
562. 


Rosin. 

Cooperative results on melting point and softening point of rosin, 603. _ 

Naval Stores. Report of Committee D-17, 602. 

Proposed Method for Determination of Softening and Fluid Temperatures of 
Rosin. Report of Committee D-17, Appendix I, 608. 

Proposed Method of Test for Softening Temperature of Rosin. Report of 
Committee D-17, Appendix II, 610. 

Rubber Products. 

Rubber Products. Report of Committee D-11,578. 

Specifications for Rubber-Lined Fire Hose. Report of Sectional Committee, 584. 

Tentative Methods of Chemical Analysis of Rubber Products, 1072. 


Tentative Revision of Standard Methods of Testing Rubber Products, 1133. 
~*~. Tentative Revision of Standard Specifications for Rubber Pump Valves, 1127. | 
"a Tentative Specifications for: 
a Cotton Rubber-Lined Fire Hose for Public and Private Fire Department 
Use, 1050. 
Insulated Wire and Cable: 30-per-cent Hevea Rubber, 1033. 
Rubber Insulating Tape, 1068. 
Sampling. 


(Methods of sampling are indexed under the subjects covered by them.) 
Sand. 
See also Aggregates; Road Materials. 
Proposed Method of Test for Determination of Coal and Lignite in Sand. 
Report of Committee C-9, Appendix V, 365. 
Proposed Method of Test for Determination of Total Amount of Moisture in 
Fine Aggregate by Drying. Report of Committee C-9, Appendix VI, 366. 
@ Tentative Methods of: 
So Test for Field Determination of Approximate Apparent Specific Gravity of 
5 Fine Aggregate, 827. 
Test for Field Determination of Approximate Percentage of Voids in Fine 
Aggregate, 829. 
Test for Field Determination of Surface Moisture in Fine Aggregate, 832. 
Tentative Recommended Practice for Bituminous Paving Plant Inspection, 956. 
Tentative Revision of Standard Definitions of the Term Sand, 1125. _ 


Tentative Specifications for Concrete Aggregates, 822. 
Tentative Specifications for Sand-Lime Building Brick, 840. 


Sand Castings. 
See Castings. 
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Saponification Number. 
The Significance of Tests of Petroleum Products. 
Appendix, 479. 
See Sieves. , 
Proposed Definitions of Seams and Injurious Seams and Defects in Forgings. 
Report of Committee A-1, Appendix IT, 94. 
Sediment. 
The Significance of Tests of Petroleum Products. 
Appendix,479. 


Report of Committee D-2, 


Report of Committee D-2, 


Set. 


See Time of Set. 
Sewer Pipe. 
Tentative Revision of Standard Specifications for Cement-Concrete Sewer Pipe, 
1123. : 


‘Shale. 
_ Proposed Method of Test for Percentage of Shale in Aggregate. 
Committee C-9, Appendix III, 362. 
Tentative Specifications for Building Brick (Made from Clay or Shale), 836. 
Shapes. 
Results of tension tests of specimens cut from various parts of structural steel 
shapes, 120-123. 
Tentative Methods of Sampling Rolled and Forged Steel Products for Check 
Analysis, 756. 
_ Tentative Specifications for Zinc (Hot-Galvanized) Coatings on Structural Steel 


7. Shapes, Plates, and Bars and Their Products, 748. 
Sheets. 
Proposed Specifications for the Zinc Coating on Iron and Steel Sheets, 752. 
j - ‘Tentative Methods of Sampling Rolled and Forged Steel Products for Check 
Analysis, 756. 
Tentative Methods of Testing Laminated Sheet Insulating Materials, 1013. 


Sheet Asphalt. 
See Asphalt. 
Shellac. 
Shellac. Report of Sub-Committee XIII, Committee D-1, 419. 
Tentative Revision of Standard Methods of Testing Shellac, 1128. 
Sieves. 
Coarse Screens. Report of Section, Committee E-1, 623. 
Results of comparative mechanical analyses of coarse aggregates, 625-632. 
Sub-Sieve Sizes. Report of Section, Committee E-1, 640. 
Tentative Definition of the Term Screen (Sieve), 1110. 
Tentative Specifications for Concrete Aggregates, 822. 
Silicon Steel. 
Tentative Revision of Standard Specifications for Structural Silicon Steel, 1114. 


Silver Solders. 
Tentative Specifications for Silver Solders, 774. 
~ Non-Ferrous Metals and Alloys. Report of Committee B-2, 191. | 


Report of 
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See also Aggregates; Road Materials. a”, 
Abrasion Tests of Concrete Aggregates. _ of om Committee C-9, 354. 
Coarse Screens. Report of Section, Committee E-1, 623. us 
Effect of Gradation on Weights of Materials. Report of Section, Committee 


C-9, 367. 
Results of comparative mechanical analyses of coarse aggregates, 625-632. 
Tentative Revision of Standard Specifications for Broken Slag for Waterbound 

Base and Wearing Course, 1126. ; A, 
Tentative Revision of Standard Specifications for Shovel-Run or Crusher-Run 

Broken Slag for Waterbound Base, 1126. 

Tentative Specifications for Concrete Aggregates, 822. 
Slate. 

“ Results of absorption tests of slate, 598. 


Results of modulus of elasticity measurements on slate, 598. 

Slate. Report of Committee D-16, 596. 
Slump Test. 

See Consistency. 
: Sodium Sulfate Soundness Test. 

Proposed Method of Test for Soundness of Coarse Aggregate (Sodium Sulfate | 

Soundness Test). Report of Committee C-9, Appendix IT, 361. 

Softening Point. 

Cooperative results on melting point and softening point of rosin, 603. 3. 
= a Proposed Method for Determination of Softening and Fluid Temperatures of b 

Rosin. Report of Committee D-17, Appendix I, 608. 

Proposed Method of Test for Softening Temperature of Rosin. Report of - 


1 


4 Committee D-17, Appendix IT, 610. 
Solder. 


See Silver Solders. 
Soundness. 


Normal consistency and soundness tests of 32 cements, 250. 
7 Normal Consistency. Report of Sub-Committee V, Committee C-1, 248. Wa 
- Proposed Method of Test for Soundness of Coarse Aggregate (Sodium Sulfate 
Soundness Test). Report of Committee C-9, Appendix II, 361. 
¢ Summary of rejections of 32 cements by individual laboratories on the basis of 
the present A.S.T.M. Standard Specifications and Tests for Portland Cement 
(Serial Designation: C 9 - 26), 294. 
Specific Gravity. 
Discussion on Cement Testing, 301. 
Methods for Density. Report of Technical Committee V, Committee E-1, 645. 
7 Proposed Specifications for Thermometer for Specific Gravity Determination. © 
» Report of Committee D-15, Appendix II, 595. 
; Tentative Methods of: 
Chemical Analysis of Rubber Products, 1072. 
Test for Field Determination of Approximate Apparent Specific Gravity of 
’ Fine Aggregate, 827. 
Test for Gravity of Petroleum and Petroleum Products by Means of the 
Hydrometer, 924. 
a The Significance of Tests of a Products. Report of Committee D-2, 
“A Appendix, 479. 
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The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 
Spraying. 
Method of Application of Paint by Spraying. Report of Sub-Committee XXII, ie 
Committee D-1, 433. 
Standing Committees. 
Revisions in the Regulations Governing Standing Committees. Report of 
Committee E-5, Appendix, 662. 
Standing Committees. Report of Committee E-5, 656. 


Steam Hose. 
See Hose. 


Steam Metal. 
Tentative Specifications for Brass Ingot Metal, Graded and Ungraded, for Sand 
Castings, 770. 
Steel. 
Corrosion of Iron and Steel. Report of Committee A-5, 148. 
Effect of Temperature on the Properties of Metals. Progress Report of the 
Joint Research Committee, 103. 
- ‘Heat Treatment of Iron and Steel. Report of Committee A-4, 146. 
Inspection of the Fort Sheridan and Annapolis Tests. Report of Sub-Committee 
III, Committee A-5, 152. 
_ Investigation of the Effect of Phosphorus and Sulfur in Steel. Progress Report 
of the Joint Committee, 95. 
Preparation of Iron and Steel Surfaces for Painting. Report of Sub-Committee 
XIV, Committee D-1, 421. 
Proposed Definitions of Seams and Injurious Seams and Defects in Forgings. 
Report of Committee A-1, Appendix IT, 94. 
7 " Proposed Revisions in Standards and Tentative Standards for Steel. Report 

of Committee A-1, Appendix I, 87. 

- Proposed Specifications for the Zinc Coating on Iron and Steel Sheets, 752. 

. Proposed Specifications for Zinc Coatings (Galvanizing) on Iron or Steel Pipe 

and Fittings. Report of Sectional Committee on Zinc Coating of Iron 
and Steel, Appendix, 178. 
Results of tension tests of specimens cut from various parts of structural steel 
shapes, 120-123. 

- Results of tension tests on three grades of structural steel bars, 110. 
Results of tests to determine the effect of various methods of preparation of 
= steel surfaces on the preservation of such surfaces by paint, 424. 

_- Steel. Report of Committee A-1, 79. 
: Tentative Definitions of Terms Relating to Heat Treatment Operations (Espe- 
7 cially as Related to Ferrous Alloys), 759. 

_ Tentative Methods of Sampling Rolled and Forged Steel Products for Check 
Analysis, 756. 
Tentative Revisions of: 
. Standard Methods of Chemical Analysis of Plain Carbon Steel, 1117. 
Standard Specifications for Billet-Steel Concrete Reinforcement Bars, 1114. 
Standard Specifications for Iron and Steel Chain, 1115. 
Standard Specifications for Steel Track Spikes, 1113. 
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Steel (Continued): 


Tentative Revisions of (Continued): 
Standard Specifications for Structural Nickel Steel, 1113. 
Standard Specifications for Structural Silicon Steel, 1114. 


_ Standard Specifications for Structural Steel for Bridges, 1113. 
_ Standard Specifications for Structural Steel for Buildings, 1114. 
Tentative Specifications for: 7 
Black and Hot-Dipped Zinc-Coated (Galvanized) Welded and Seamless 
Steel Pipe for Ordinary Uses, 729. 
Carbon-Steel Castings for Valves, Flanges, and Fittings for High-Tempera- 
ture Service, 724. 
Electric Cast-Steel Stud-Link Anchor Chain, 702. 
Iron and Steel Chain, 697. 
Lap-Welded and Seamless Steel Pipe for High-Temperature Service, 733. 
Marine Boiler Steel Plates, 719. 
Structural Steel for Locomotives and Cars, 712. ar 
Zinc-Coated (Galvanized) Barb Wire, 741. 
Zinc-Coated (Galvanized) Steel Wire Strand, 744. 
Zine (Hot-Galvanized) Coatings on Structural Steel Shapes, Plates and 
Bars and Their Products, 748. 
Total Immersion Tests. Report of Sub-Committee V, Committee A-5, 160. 
-“ Yield Point of Structural Steel. Report of Research Committee, 105. Dis- 
cussion, 133. 
Zinc Coating of Iron and Steel. Report of Sectional Committee, 175. _ 


Stone. 
a See also Aggregates; Road Materials. 
Abrasion Tests of Concrete Aggregates. Report of Section, Committee C-9, 354. 
+ Effect of Gradation on Weights of Materials. Report of Section, Committee 
C-9, 367. 
Index of sampling bituminous paving materials, 959. 
~ Natural Building Stones. Report of Committee D-18, 613. 
ia Proposed Method of Test for Quantity of Soft Pebbles in Gravel. Report of 
Committee C-9, Appendix IV, 363. 
YY Proposed Method of Test for Soundness of Coarse Aggregate (Sodium Sulfate 
Soundness Test). Report of Committee C-9, Appendix II, 361. 
d Tentative Recommended Practice for Bituminous Paving Plant Inspection, 956. 
q Tentative Specifications for Concrete Aggregates, 822. 


Stress and Strain. 
Hooke’s Law of Stress and Strain. Annual Address by the President, H. F. 
Moore, 38. 


Structural Steel. 
See also Steel. 
Results of tension tests of specimens cut from various parts of structural steel _ 

shapes, 120-123. @ 

“4 Results of tension tests on three grades of structural steel bars, 110. 


Tentative Revisions of: 
Standard Specifications for Structural Nickel Steel, 1113. 
Standard Specifications for Structural Siiicon Steel, 1114. id 
- Standard Specifications for Structural Steel for Bridges, 1113. 
_ Standard Specifications for Structural Steel for Buildings, 1114. 
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Sulfur. 
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) 
Structural Steel (Continued): 
Tentative Specifications for Structural Steel for Locomotives and Cars, 712. 
Tentative Specifications for Zinc (Hot-Galvanized) Coatings on Structural Steel 
Shapes, Plates and Bars and Their Products, 748. 
Yield Point of Structural Steel. Report of Research Committee, 105. Dis- 
cussion, 133. 


Investigation of the Effect of Phosphorus and Sulfur in Steel. Progress Report 
of the Joint Committee, 95. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 
Surface Moisture. 
Tentative Method of Test for Field Determination of Surface Moisture i in Vine 
Aggregate, 832. 
Summary of the Proceedings. 
Summary of the Proceedings of the Thirty-first Annual Meeting, 13. 


T 
Tape. 

See also Rubber Products; Textile Materials. 

_ Tentative Methods of Testing Varnished Cloth Tapes, 1026. 
- ‘= entative Specifications for Insulated Wire and Cable: 30-per-cent Hevea 
Rubber, 1033. 

Tentative Specifications for Rubber Insulating Tape, 1068. 
Tar Products. 

See Bituminous Materials; Pitch. 

Temperature, Effect of. 

See Effect of Temperature; Heat Treatment; High Temperature. 
Tension Testing. 

Average values of chemical and physical properties of 32 cements, 242, 

Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic Deformation 

and Volume Changes of Concrete. Report of Committee C-9, Appendix IX, 
377. 
Discussion on Cement Testing, 301. 
_ Report on Correlation Tension and Transverse Tests of Cast Iron. Report of 
Committee A-3, Appendix, 142. 
_ Results of tension tests of specimens cut from various parts of structural steel 
shapes, 120-123. 

Results of tension tests on three grades of structural steel —_ 110. 

Standard testing procedure for die-cast metals and alloys, appearing in Appendix 
JIT, Report of Committee B-2, 213. 

Strength: Report on ‘Cooperative Tests of Thirty-two Portland Cements by 
Forty-seven Laboratories.’” Report of Sub-Committee VII, Committee C-1, 
261. 

_ Summary of rejections of 32 cements by individual laboratories on the basis of 
the present A.S.T.M. Standard Specifications and Tests for Portland Cement 
(Serial Designation: C 9 — 26), 294. 

_ Summary of tensile strengths of 32 cements and mean variations for neat cement 
briquets, 274. 

_ Summary of tensile strengths of 32 cements and mean variations for 1:3 standard 
sand briquets, 272. 
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Tension Testing (Continued): gare. 
Tentative Methods of: 


Testing Electrical Porcelain, 985. _- 
Testing Laminated Sheet Insulating Materials, 1013. 
Testing Untreated Insulating Paper, 998. 
Testing Varnished Cloth Tapes, 1026. 
Tentative Specifications for Cotton Rubber-Lined Fire Hose for Public and 
Private Fire Department Use, 1050. 
Tentative Specifications for the Arbitration Test Bar and Tension Test Specimen 
for Cast Iron, 738. , 
Yield Point of Structural Steel. Report of Research Committee, 105. Dis- 
cussions, 133. 
Testing Apparatus. 7 
= Conical Illumination in Microscopy, by H. S. George. Report of Committee 


E-4, Appendix, 650. 


Moisture Content of Timber. Report of Sub-Committee XI, Committee D-7, i 
555. 
Notes on testing machines and on measurement of in molding cement 
briquets, 283. 3 
See Testing Apparatus. , Fi 
Testing, Methods of. 


(Methods of analysis, sampling, testing, etc., and revisions thereof, are indexed 
under the subjects covered by them.) 
Methods of Testing. Report of Committee E-1, 615. 
Methods of Testing. Report of Sub-Committee VII, Committee A-5, 165. 
Standard testing procedure for die-cast metals and alloys, appearing in Appendix 
III, Report of Committee B-2, 213. 
Yield Point of Structural Steel. Report of Research Committee, 105. Dis- ., 
cussion, 133. 
Textile Materials. 
Tentative Definitions of Terms Relating to Textile Materials, 1105. 
Tentative Revision of Standard Definitions of Terms Relating to Textile 
Materials, 1134. 
Tentative Specifications for: 
-— Tolerances and Test Methods for Asbestos Yarns, 1096. 


Tolerances and Test Methods for Knit Goods, 1099. 
Tolerances for 23/5/3 Carded American Tire Cord, 1103. 
Textile Materials. Report of Committee D-13, 587. 
Thermometers. 
Proposed Specifications for Thermometer for Heating Test of Raw Tung ¢ Oil. 
Report of Committee D-15, Appendix I, 594. 
Proposed Specifications for Thermometer for Specific Gravity Determination. 
Report of Committee D-15, Appendix II, 595. 
Specifications for A.S.T.M. gravity thermometer, 926. 
Specifications for A.S.T.M. high distillation thermometer, 944. 
Specifications for A.S.T.M. open flash thermometer for residue of specified 
penetration, 948. 
Specifications for thermo-hydrometer gravity thermometer, 926. 
Tentative Specifications for Thermometers for Engler Viscosimeters, 1108. 
Thermometers. Report of Committee D-15, 592. 
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See also Sewer Pipe. 
7 Drain Tile. Report of Committee C-6, 313. s' @ 
Hollow Masonry Building Units. Report of Committee C-10, 394. as * 
Tentative Revision of Standard Specifications and Tests for Hollow Burned- 
Clay Floor Tile, 1124. 
Tentative Revision of Standard Specifications and Tests for Hollow Burned-Clay 
Load-Bearing Wall Tile, 1123. 
Tentative Specifications and Tests for Hollow Burned-Clay Fireproofing, Parti- 
tion and Furring Tile, 859. 
Timber. 
Moisture Content of Timber. Report of Sub-Committee XI, Committee D-7, 


Timber. Report of Committee D-7, 547. 7 
Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 549. _ 


_ Timber Preservatives. 
Calculated rate of change of volume and density per 1° C. change in temperature 
for nine samples of creosote oil, 552. 


Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 549. 
of Set. 
Average values of chemical and physical properties of 32 cements, 242. 7 


Results of density determinations made on creosote oils, 551, 552. _ 


> Final times of setting of 32 cements, 256. 


Initial time of setting of 32 cements, 254. 


7 Strength: Report on “Cooperative Tests of Thirty-two Portland Cements by 


Forty-seven Laboratories.” Report of Sub-Committee VII, Committee C-1, 
. <) ‘Summary of rejections of 32 cements by individual laboratories on the basis of 


f 4 the present A.S.T.M. Standard Specifications and Tests for Portland Cement 


(Serial Designation: C 9 — 26), 294. 
Time of Setting. Report of Sub-Committee VI, Committee C-1, 253. | : 


See also Alloys. 
Notes on European Die-Casting Practice, by E. V. Pannell. Report of Com- 
mittee B-2, Appendix V, 217. 

Tentative Specifications for Sand Castings of the Alloy: Copper 80 per cent; 
Tin 10 per cent; Lead 10 per cent, 766. 
Tinting Strength. 
Tentative Methods of Test for Mass Color and Tinting Strength of Pigments, 
885. 
Tire Cord. 
Tentative Specifications and Tolerances for 23/5/3 Carded American Tire Cord, 
1103. 
Titanium Pigments. 
Tentative Revision of Standard Methods of Routine Analysis of Titanium 
Pigments, 1127. 
Toughness. 


_ Tentative Methods of Testing Insulating Materials for Resistance to Impact, 


1021. 


i 
Tile. 
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Toxic Ingredients. y= 
Tentative Method of Routine Analysis of Dry Cuprous Oxide, 910. 
Tentative Method of Routine Analysis of Dry Mercuric Oxide, 912. 
Tentative Specifications for the Toxic Ingredients in Anti-Fouling Paints, 872. 
Track Spikes. 

Tentative Revision of Standard Specifications for Steel Track Spikes, 1113. 

See Flexure Testing. 
Trap Rock. 

See Aggregates. 
Tubes. 

Tentative Revision of Standard Specifications for Seamless Admiralty Condenser 

Tubes and Ferrule Stock, 1120. 

Tentative Specifications for Seamless Copper Tubes, 778. 
Tumbler Test. 

Tentative Method of Tumbler Test for Coke, 973. 


Tung Oil. 
Proposed Specifications for Thermometer for Heating Test of Raw Tung Oi. 
Report of Committee D-15, oma I, 594. 


Unit Weight. 
See Density. 


Valves. 
Tentative Revision of Standard Specifications for Rubber Pump Valves, 1127. 
Tentative Specifications for Brass Ingot Metal, Graded and Ungraded, for Sand 

Castings, 770. 
Tentative Specifications for Carbon-Steel Castings for Valves, Flanges, and 
Fittings for High-Temperature Service, 724. _ 

Varnish. 

Tentative Methods of Testing Insulating Varnishes, 975. 

Tentative Methods of Testing Varnished Cloth Tapes, 1026. 

Varnish. Report of Sub-Committee IX, Committee D-1, 417. 

Vehicles, Paint. 

See Paint Vehicles. 

Viscosity. 

See also Consistency. 

Naval Stores. Report of Committee D-17, 602. 
Tentative Specifications for Thermometers for Engler Viscosimeters, 1108. 

The Significance of Tests of Petroleum Products. Report of Committee D-2, 

Appendix, 479. 


Tentative Method of Test for Field Determination of Approximate Percentage 
of Voids in Fine Aggregate, 829. 
Volatility Tests. 
The Significance of Tests of Petroleum Products. Rapert a of Committee D-2, 
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Bibliographies on Modulus of Elasticity, Poisson’s Ratio, Inelastic Deformation 
and Volume Changes of Concrete. Report of Committee C-9, Appendix IX, 
377. 

Calculated rate of change of volume and density per 1° C. change in temperature 
for nine samples of creosote oil, 552. 

Elasticity and Volume Changes of Concrete. Report of Sub-Committee XVI, 
Committee C-9, 376. 


Walls. 
See Tile. 
Water. 
Tentative Methods of Testing Laminated Sheet Insulating Materials, 1013. 7 
The Significance of Tests of Petroleum Products. Report of Committee D-2, = 
Appendix, 479. 7 
Water-Cement Ratio. 
' Strength: Report on “Cooperative Tests of Thirty-two Portland Cements by > 
Forty-seven Laboratories.” Report of Sub-Committee VII, Committee C-1, 
261. 


The Effect of Admixtures on the Water-Cement Ratio-Strength Relation of 
Concrete, by George Conahey. Report of Committee C-9, Appendix VIII, 


373. 
Waterproofing. 
See also Bituminous Materials. 
a Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, ca 
562. 
Wax. 
_ Determination of Oil in Wax. Report of Sub-Committee III, Committee D-2, 


Paraffin Wax. Report of Sub-Committee III, Committee D-2, 445. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 
Weight. 
Effect of Gradation on Weights of Materials. Report of Section, Committee a 
C-9, 367. 
_ Tentative Method of Test for Cubic Foot Weight of Coke, 968. 
$<” _ Tentative Method of Test for Cubic Foot Weight of Crushed Bituminous Coal, 
966. 
_ Wick Feed Test. 
The Significance of Tests of Petroleum Products. Report of Committee D-2, 
Appendix, 479. 
Wire. 
See also Sieves; Trolley Wire. 
Annealed Copper Standard, Extracts from standardization rules of the American 
Institute of Electrical Engineers, 1049. 
Copper Wire. Report of Committee B-1, 189. 
Specifications for Zinc-Coated Products. Report of Sub-Committee VI, Com- 
mittee A-5, 164. 
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Wire (Continued): 
Insulated Wire and Cable: 30-per-cent Neves Rubber, 1033. 
Rubber Insulating Tape, 1068. = 
Zinc-Coated (Galvanized) Barb Wire, 741. 
Zinc-Coated (Galvanized) Steel Wire Strand, 744. 


Wrought Iron. 

Tentative Revision of Standard Specifications for Staybolt, Engine-Bolt and 
Extra-Refined Wrought-Iron Bars, 1115. 

Wrought Iron. Report of Committee A-2, 136. 


Y 
Yarns. 
Tentative Definitions of Terms Relating to Textile Materials, 1105. A 
Tentative Specifications for Tolerances and Test Methods for Asbestos Yarns, 
1096. 
Yield Point. 
4 


Results of tension tests of specimens cut from various parts of structural steel 
shapes, 120-123. 
Results of tension tests on three grades of structural steel bars, 110. 
Yield Point of Structural Steel. Report of Research Committee, 105. Dis- 
cussion, 133. 


See also Alloys; Galvanizing. 

Field Tests of Metallic Coatings. Report of Sub-Committee VIII, Committee — 
A-5, 167. 

List of Alloys Agreed on for Die-Casting Investigation, with Nominal Composi- _ 
tions Desired. Report of Committee B-2, Appendix II, 211. 

Methods of Testing. Report of Sub-Committee VII, Committee A-5, 165. 

Notes on European Die-Casting Practice, by E. V. Pannell. Report of Com- 
mittee B-2, Appendix V, 217. 

Proposed Specifications for the Zinc Coating on Iron and Steel Sheets, 752. ; 

Proposed Specifications for Zinc Coatings (Galvanizing) on Iron or Steel Pipe and © 
Fittings. Report of Sectional Committee on Zinc Coating of Iron and Steel, 
Appendix, 178. 

Specifications for Zinc-Coated Products. Report of Sub-Committee VI, Com- — 
mittee A-5, 164. 

Standard testing procedure for die-cast metals and alloys, appearing in Appendix 
III, Report of Committee B-2, 213. 

Tentative Specifications for: 

Brass Ingot Metal, Graded and Ungraded, for Sand Castings, 770. 

Black and Hot-Dipped Zinc-Coated (Galvanized) Welded and Seamless — 
Steel Pipe for Ordinary Uses, 729. 

Silver Solders, 774. 

Zinc-Coated (Galvanized) Barb Wire, 741. 

Zinc-Coated (Galvanized) Steel Wire Strand, 744. 

Zinc (Hot-Galvanized) Coatings on Structural Steel Shapes, Plates and 1 
Bars and Their Products, 748. 

Zinc Coating of Iron and Steel. Report of Sectional Committee, 175. 
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A 
Adler, Julius. 
Report of Committee D-4 on Road and Paving Materials, 521. 

Anderson, H. A. 

Report of Sub-Committee XV, Committee B-2, on Die-Cast Metals and Alloys, 
202. 

Anderson, R. P. 

Report of Committee D-2 on Petroleum Products and Lubricants, 434. 


Aston, James. 
Report of Committee A-5 on Corrosion of Iron and Steel, 148. 


B 
Bash, F. E. 
Report of — B-4 on Metallic Materials for Electrical Heating, 230. 
Bates, P. H. 
Report of Committee C-1 on Cement, 233. 
Report of Sub-Committee VII, Committee C-1, on Strength: Report ot on "Comp 
erative Tests of Thirty-two Portland Cements by Forty-seven Laboratories,” 
261. 
Baxter, Florus R. 
Report of Sub-Committee XXIII, Committee D-2, on Carbon Residue, 470. 
Berry, H. C. 
Report of Committee C-7 on Lime, 330. A 
Bingham, E. C. 
Report of Technical Committee III, Committee E-1, on Plasticity, Consistency, 
etc., 621. 
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Bole, G. A. noe), 


Report of Committee C-8 on Refractories, 333. 
Bonney, R. D. 

Report of Sub-Committee V, Committee D-1, on Linseed Oil, 406. 
Bornstein, H. 

Report of Committee A-3 on Cast Iron, 139. 

Boyd, D. Knickerbacker. 

Report of Committee D-16 on Slate, 596. 
Boylston, H. M. 

Report of Committee A-4 on Heat Treatment of Iron and Steel, 146. 
Boynton, H. C. 

Report of Committee E-4 on Metallography, 648. 
Breyer, F. G. 

Report of Committee D-11 on Rubber Products, 578. 
Brightly, H. S. 

Report of Committee D-18 on Natural Building Stones, 613. 
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Campbell, William. 


t 
Report of Committee C-7 on Lime, 330. ¢ : 


Burgess, G. K. 


Progress Report of the Joint Committee on Investigation of the Effect of 
Phosphorus and Sulfur 1n Steel, 95. 
Discussion, 134. 


Report of Committee B-2 on Non-Ferrous Metals and Alloys, 191. 
Capp, J. A. 2 
Report of Committee B-1 on Copper Wire, 189. 
Report of Committee E-1 on Methods of Testing, 615. 
Report of Sectional Committee on Zinc Coating of Iron and Steel, 175. - nit 
Carpenter, A. W. 
Report of Sub-Committee XIV, Committee D-1, on Preparation of Iron and 
Steel Surfaces for Painting, 421. 
Chapman, Cloyd M. 
Report of Committee C-9 on Concrete and Concrete Aggregates, 341. 
Report of Committee E-8 on Nomenclature and Definitions, 669. 
Church, S. R. 
Report of Sub-Committee VI, Committee D-7, on Timber Preservatives, 549. 3 
Clayden, A. Ludlow. 
Report of Sub-Committee X, Committee D-2, on Oxidation at High Tempera- 
tures, 457. - 
Cole, E. J. 
Report of Sub-Committee IX, Committee D-1, on Varnish, 417. 
Comstock, G. F. 
Report of Committee E-4 on Metallography, 648. i v 
Conahey, George. 
Report-of Committee C-9, Appendix VIII: The Effect of Admixtures on the 
Water-Cement Ratio-Strength Relation of Concrete, 373. 
Cook, K. B. eer 
Report of Committee D-13 on Textile Materials, 587. 


D 


de Forest, A. V. 
Report of Committee A-8 on Magnetic Analysis, 185. 
Dunlap, M. E. 


Report of Sub-Committee XI, Committee D-7, on Moisture Content of Timber, 
$35. 


Edgerly, D. W. 
Report of Sub-Committee VI, Committee D-1, on Definitions,411. 

Edwards, W. F. a 

Report of Committee D-13 on Textile Materials, 587. 
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Faragher, P. V. 

Report of Sub-Committee XV, Committee B-2, on Die-Cast Metals and Alloys, 

202. 

Report of Sub-Committee XXX, Committee D-2, on Fuel Oil, "m0 r 
Faus, H. W. 

Report of Committee A-2 on Wrought Iron, 136. 
Fieldner, A. C. 

Report of Committee D-5 on Coal and Coke, 543. 


Flowers, A. E. 7 
Report of Sub-Committee XV, Committee D-2, on Sampling and Gaging, 459. 

Foster, H. D. 
Report of Committee C-10 on Hollow Masonry Building Units, 394. 

Fuller, T. S. 
Report of Committee B-3 on Corrosion of Non-Ferrous Metals and Alloys, 223. 

Fulweiler, W. H. 
Report of Committee D-15 on Thermometers, 592. 
Report of Committee D-4, Appendix III: Results of Cooperative Distillation 


Tests by the Committee on Materials of the A.A.S.H.O. and the Section on 
Distillation of Committee D-4, 539. 


George, H. 
Report of Committee E-4, Appendix: Conical Illumination in Microscopy, 650. 
Gibboney, J. H. 
Report of Committee A-5 on Corrosion of Iron and Steel, 148. 
Report of Sub-Committee III, Committee A-5, on Inspection of the Fort 
Sheridan and Annapolis Tests, 152. 
Report of Sub-Committee IX, Committee A-5, on Metal Culvert Corrosion 


Ginder, J. W. 
Report of Committee C-11 on Gypsum, 398. 
Goldbeck, A. T. 
Report of Technical Committee V, Committee E-1, on Methods for Density, 645. 
Grafton, E. H. 
Report of Committee D-11 on Rubber Products, 578. 
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Report of Committee A-4 on Heat Treatment of Iron and Steel, 146. 
 -‘Hallett, R. L. 
Report of Committee D-1 on Preservative Coatings for Structural Materials, 401. 
Harvey, Dean. 
Report of Committee B-4 on Metallic Materials for Electrical Heating, 230. 


4 
“a 
£ 
» 
- 
‘ 
« 
a 


1180 


Herschel, Winslow H. 7 


Report of Sub-Committee I, Committee D-2, on Petrolatum, 442. - 

Hess, R. E. 
Report of Committee E-1 on Methods of Testing, 615. te | 
Report of Committee E-8 on Nomenclature and Definitions,669. 

Hocker, C. D. 
Report of Sub-Committee VII, Committee A-5, on Methods of Testing, 165. 

Howe, K. J. 

Report of Sub-Committee IX, Committee D-1, on Varnish, 417. 

Hubbard, Fred. 

Report of Section, Committee C-9, on Effect of Gradation on Weights of Mate- 
rials, 367. 


Hubbard, Prévost. 
Report of Committee D-4 on Road and Paving Materials, 521. 
Report of Committee D-8 on Bituminous Waterproofing and Roofing Materials, 


562. 
Hubbell, J. P. 
Report of Section, Committee E-1, on Sub-Sieve Sizes, 640. 


Report of Committee D-2 on Petroleum Products and Lubricants, 434. 
Report of Sub-Committee VIII, Committee A-5, on Field Tests of Metallic 
Coatings, 167. 


Jackson, F. H. 
Report of Committee C-1 on Cement, 233. 
Report of Section, Committee E-1, on Coarse Screens, 623. 
Joannes, F. Y. 
Report of Committee D-18 on Natural Building Stones, 613. = 
Jones, J. L. 
Report of Committee A-3, Appendix: Report on Correlation Tension and 
Transverse Tests of Cast Iron, 142. 
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Kelley, F. W. 
Report of Sub-Committee VI, Committee C-1, on Time of Setting, 253. _ 
Kessler, D. W. 
Report of Committee D-16 on State. 596. 
Klein, W. H. 
Report of Sub-Committee V, Committee C-1, on Normal Consistency, 248. 
Kraemer, A. J. 
Report of Sub-Committee XXI, Committee D-2, on Crude Petroleum, 463. 
Krieger, C. J. 
Report of Sectional Committee on Specifications for Rubber-Lined Fire Hose, 
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_ Lawson, T. R. 
Discussion, 135. 
= Report of Committee C-3 on Brick, 306. 
Loving, M. W. 
Cc Second Report of the Joint Concrete Culvert Pipe Committee, 315. 
Lunn, Charles A. 
: Report of Sub-Committee XVIII, Committee D-2, on Gas Oil, 461. 


M 
Mackenzie, K. G. 
a Report of Sub-Committee XX, Committee D-2, on Nomenclature, 462. 
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